Page 1



3GPP TSG SA WG2 Meeting #76
(
S2-097097
16 - 20 November, 2009, San Jose Del Cabo, Mexico

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.228
	CR
	0889
	(

rev
	1
	(

Current version:
	9.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Reference Point between MRFC and AS

	
	

	Source to WG:
(

	Orange

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	TEI9
	
	Date: (

	19/11/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	CT1 has added an interface for session control between AS and MRFC, to TS 23.218 by CR#0124, and CT1 has requested SA2 to make the necessary alignements in the relevant SA2 specifications.

	
	

	Summary of change:
(

	Extends Cr reference point with session control.

	
	

	Consequences if 
(

not approved:
	Mis-aligned stage-2 specifications.

	
	

	Clauses affected:
(

	4.7

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 23.002 CR#0216

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Change #1

4.7
Multimedia Resource Function

The architecture concerning the Multimedia Resource Function is presented in Figure 4.7 below.
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Figure 4.7: Architecture of MRF

The MRF is split into Multimedia Resource Function Controller (MRFC) and Multimedia Resource Function Processor (MRFP).

Tasks of the MRFC are the following:

-
Control the media stream resources in the MRFP.

-
Interpret information coming from an AS and S‑CSCF (e.g. session identifier) and control MRFP accordingly.

-
Generate of CDRs.

Tasks of the MRFP include the following:

-
Control of the bearer on the Mb reference point.

-
Provide resources to be controlled by the MRFC.

-
Mixing of incoming media streams (e.g. for multiple parties).

-
Media stream source (for multimedia announcements).

-
Media stream processing (e.g. audio transcoding, media analysis).

-
Floor Control (i.e. manage access rights to shared resources in a conferencing environment).

Tasks of an Application Server with regards to MRF are e.g. the following:

-
Conference booking and management of booking information (e.g. start time, duration, list of participants)

The protocol used for the Mr reference point is SIP (as defined by IETF RFC 3261 [12], other relevant IETF RFCs, and additional enhancements introduced to support 3GPP´s needs).

The Cr reference point allows interaction between an Application Server and an MRFC for media control and session control. Further information on the Cr reference point is provided in TS 23.218 [71].

The Mp reference point allows an MRFC to control media stream resources provided by an MRFP.

The Mp reference point has the following properties:

-
Full compliance with the H.248 standard.

-
Open architecture where extensions (packages) definition work on the interface may be carried out.

The protocol for the Mp reference point is described in TS 29.333 [59]. 
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