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Abstract of the contribution:  This contribution provides the information flow when the controller UE wishes to transfer the collaborative session controller to a controllee UE.
All NEW TEXT
6.x
Controller UE transferring session control to a controllee UE (single Controller UE, same IMS subscription)
UE-1 and UE-2 are involved in a collaborative session with a remote UE. The collaborative session is anchored at the SCC AS. UE-1 is the controller UE of the collaborative session. UE-1 wishes to transfer the session control to UE-2. The media flows to UE-1 and UE-2 from the remote UE remain unaffected.  Following is an information flow for this procedure. 
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Figure 6.a.3.y-1: Controller UE initiated transfer of collaborative session control
1.
A collaborative session is established between UE-1 and UE-2 and a remote UE with UE-1 acting as the controller UE and the UE-2 acting as a controllee UE. Each UE has a media flow with the remote UE.

2.
UE-1 wishes to transfer the collaborative session control to UE-2. However, none of the existing media flows are affected. It sends a request to SCC AS to relinquish collaborative session control.

3.
SCC AS receives the IUT control transfer request and ensures that UE-2 can act as the controller UE for this collaborative session. Then it sends a message to UE-2 requesting UE-2 to assume the role of controller UE for this on-going collaborative session.

4.
UE-2 accepts the role of controller for this collaborative session and indicates its acceptance to SCC AS

5.
SCC AS in turn provides an acknowledgement to UE-1 confirming that UE-2 is the new controller UE for the collaborative session and removing Collaborative session control from UE-1..

6.
UE-2 has become the controller UE and UE-1 has become the controllee UE.
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