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First Change
A.4.3.2.2
Policy and Charging Enforcement Function (PCEF)

In the 3GPP Access (GTP-based) architecture the PCEF enforce QoS Policies as indicated by the PCRF in accordance to what is stated in clause 6.2.2.1 with the following additions:

-
Authorized APN-AMBR enforcement. The PCEF shall enforce the authorized APN-AMBR received via the Gx interface for the total bandwidth usage of non-GBR QCI for the APN.

-
Authorized Default EPS Bearer QoS Enforcement. The PCEF receives the authorized QoS for the default bearer over Gx interface. The PCEF enforces it which may lead to the upgrade or downgrade of the default EPS Bearer QoS.

When the PDN GW is connected via Gn/Gp (and thus handover from UTRAN/GERAN to E‑UTRAN is possible), the PDN GW shall map QoS parameters of EPS bearers and APN‑AMBR to/from pre‑Rel‑8 QoS parameter values of PDP‑contexts as specified in Annex E of TS 23.401 [17]. The PDN-GW shall mediate Gn/Gp procedures so that PCRF experiences no difference compared to S5/S8 procedures.
Only the GBR per bearer is used for resource reservation (e.g. admission control in the RAN).

The MBR (per PCC rule / per bearer) and the authorized APN-AMBR are used for rate policing.
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