SA WG2 Temporary Document

Page 1

3GPP TSG SA WG2 Meeting #78
TD S2-101086
22 – 26 February, 2010, San Francisco, USA
Source:
Huawei
Title:
IMS Multimedia Priority Service architecture requirement for eMPS
Document for:
Approval
Agenda Item:
9.8
Work Item / Release:
Rel-10
Abstract of the contribution:

This contribution proposes the architecture requirement for IMS multimedia priority service.
******************* Start of the Change *********************

5
Architectural requirements

. Editor’s Note: This subclause will identify the architectural requirement for scenarios described in section4. 
5.2
IMS Multimedia Priority Services
Editor’s Note: This subclause will describes the architecture requirement including the aspect of interworking between IMS and EPS bearer.
5.2.1 Mobile-terminating IMS multimedia service to a user in E-UTRAN
For mobile terminating IMS multimedia service, MPS shall support a mechanism for terminating network side to identity and properly handle the priority service and further enable the terminating side to allocate and maintain radio and network resources with priority treatment.

Following are the architectural requirements to achieve priority handling for Mobile-terminating IMS multimedia priority service.

-
If AF/P-CSCF in terminating side receives session signalling with priority indication, the AF/P-CSCF shall provide service information to the PCRF including the priority indication. The PCRF makes the authorization and policy decision and further sends the Policy Provision to the PCEF/P-GW.

-
After PCEF/P-GW receives policy provision with priority indication and if necessary, PCEF/P-GW shall initiate corresponding bearer establishment/modification procedures in prioritized way.
******************* End of the Change *********************
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