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****************************FIRST CHANGE *****************************

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xCS IWS
Circuit Switched Fallback Interworking solution Function for 3GPP2 1xCS.
1xCSFB UE
1xRTT CS Fallback UE - a UE (equipped with UICC card including (U)SIM) capable of accessing the 1xRTT system and supporting the 1xRTT procedures defined in the present document.
ICS
IMS Centralised Services

NEAF
Non-EPS Alert Flag.

SRVCC
Single Radio Voice Call Continuity

****************************NEXT CHANGE *****************************

B.2.1.3
UE-initiated Detach Procedure

If a 1xCSFB UE, pre-registered to the 1xRTT CS system, initiates the detach procedure in E-UTRAN access due to switch off and the UE is required to perform a "power-down registration" in the 1xRTT CS system (see C.S0005‑A [32]), the UE shall first perform the "power-down registration" procedure with the 1xRTT CS system via the S102 tunnel, before initiating the detach procedure in E-UTRAN access as specified in TS 23.401 [2].

A 1xCSFB UE, pre-registered to the 1xCS system, performing detach due to reasons other than switch off is not required to perform "power-down registration" with the 1xCS system prior to performing the detach procedure in E-UTRAN.
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