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Outline of required changes to 23.401
	Start of 1st proposed change, clause 5.3.1.1


5.3.1.1
General

A UE shall perform the address allocation procedures for at least one IP address (either IPv4 address or IPv6 prefix) after the default bearer activation if no IPv4 address is allocated during the default bearer activation.

One of the following ways shall be used to allocate IP addresses for the UE:

a)
The HPLMN allocates the IP address to the UE when the default bearer is activated (dynamic or static HPLMN address);

b)
The VPLMN allocates the IP address to the UE when the default bearer is activated (dynamic VPLMN address); or

c)
The PDN operator or administrator allocates an (dynamic or static) IP address to the UE when the default bearer is activated (External PDN Address Allocation).

The IP address allocated for the default bearer shall also be used for the dedicated bearers within the same PDN connection. IP address allocation for PDN connections, which are activated by the UE requested PDN connectivity procedure, is handled with the same set of mechanisms as those used within the Attach procedure.

PDN types IPv4, IPv6 and IPv4v6 are supported. An EPS Bearer of PDN type IPv4v6 may be associated with one IPv6 prefix only or with both one IPv4 address and one IPv6 prefix. PDN type IPv4 is associated with an IPv4 address. PDN type IPv6 is associated with an IPv6 prefix. PDN types IPv4 and IPv6 are utilised in case the UE and/or the PDN GW support IPv4 addressing only or IPv6 prefix only; or operator preferences dictate the use of a single IP version only, or the subscription is limited to IPv4 only or IPv6 only for this APN. In addition, PDN type IPv4 and IPv6 are utilised for interworking with nodes of earlier releases.

The UE sets the PDN type during the Attach procedure based on its IP stack configuration as follows:

-
A UE which is IPv6 and IPv4 capable shall request for PDN type IPv4v6.

-
A UE which is only IPv4 capable shall request for PDN type IPv4.

-
A UE which is only IPv6 capable shall request for PDN type IPv6.

-
When the IP version capability of the UE is unknown in the UE (as in the case when the MT and TE are separated and the capability of the TE is not known in the MT), the UE shall request for PDN type IPv4v6.

The HSS stores one or more PDN types per APN in the subscription data. During the Attach or UE requested PDN connectivity  procedure he MME compares the requested PDN type to the PDN type in the subscription records for the given APN and sets the PDN type as follows:

-
If the requested PDN type is allowed by subscription, the MME sets the PDN type as requested.

-
If the requested PDN type is IPv4v6 and subscription data only allows PDN type IPv4 or only allows PDN type IPv6, the MME sets the PDN type according to the subscribed value. A reason cause shall be returned to the UE indicating that only the assigned PDN type is allowed. In this case the UE shall not request another PDN connection to the same APN for the other IP version.

-
If the requested PDN type is IPv4 or IPv6, and neither the requested PDN type nor PDN type IPv4v6 are subscribed, the PDN connection request is rejected.

-
If the requested PDN type is IPv4v6, and both IPv4 and IPv6 PDN types are allowed by subscription but not IPv4v6, the MME shall set the PDN type to IPv4 or IPv6 where the selection between IPv4 and IPv6 is implementation specific. The UE may then initiate the UE requested PDN connectivity procedure to this APN in order to activate a second PDN connection with the other single address PDN type which was not allocated by the network.

The PDN GW may restrict the usage of a PDN type IPv4v6 as follows.

-
If the PDN GW receives a request for PDN type IPv4v6, but the PDN GW operator preferences dictate the use of IPv4 addressing only or IPv6 prefix only for this APN, the PDN type shall be changed to a single address PDN type (IPv4 or IPv6) and a reason cause shall be returned to the UE indicating that only the assigned PDN type is allowed. In this case the UE shall not request another PDN connection to the same APN for the other IP version.

-
If the PDN GW receives a request for PDN type IPv4v6, but the operator uses single addressing per bearer due to interworking with nodes of earlier releases, the PDN type shall be changed to a single IP version only and a reason cause of "single address bearers only" shall be returned to the UE. In this case the UE may request another PDN connection for the other IP version using the UE requested PDN connectivity procedure to the same APN with a single address PDN type (IPv4 or IPv6) other than the one already activated.

During inter-RAT mobility between E‑UTRAN and UTRAN/GERAN, an EPS bearer with PDN type IPv4v6 shall be mapped one-to-one to PDP type IPv4v6.

During inter-RAT mobility between E-UTRAN and UTRAN/GERAN, an EPS bearer with PDN type IPv4 shall be mapped one-to-one to a PDP context of PDP type IPv4. An EPS bearer with PDN type IPv6 shall be mapped one-to-one to a PDP context of PDP type IPv6.

It is the HPLMN operator that shall define in the subscription whether a dynamic HPLMN or VPLMN address may be used.

The EPS UE may indicate to the network within the Protocol Configuration Options element that the UE wants to obtain the IPv4 address with DHCPv4:

-
the UE may indicate that it prefers to obtain an IPv4 address as part of the default bearer activation procedure. In such a case, the UE relies on the EPS network to provide IPv4 address to the UE as part of the default bearer activation procedure.

-
the UE may indicate that it prefers to obtain the IPv4 address after the default bearer setup by DHCPv4. That is, when the EPS network supports DHCPv4 and allows that, it does not provide the IPv4 address for the UE as part of the default bearer activation procedures. The network may respond to the UE by setting the PDN Address to 0.0.0.0. After the default bearer establishment procedure is completed, the UE uses the connectivity with the EPS and initiates the IPv4 address allocation on its own using DHCPv4. However, if the EPS network provides IPv4 address to the UE as part of the default bearer activation procedure, the UE should accept the IPv4 address indicated in the default bearer activation procedure.

-
if the UE sends no Address Allocation Preference, the PDN GW determines whether to use DHCPv4 or not based on per APN configuration

Both EPS network elements and UE shall support the following mechanisms:

a.
IPv4 address allocation via default bearer activation, if IPv4 is supported.

b.
Default /64 IPv6 prefix allocation via IPv6 Stateless Address autoconfiguration according to RFC 4862 [18], if IPv6 is supported;

Furthermore, the Protocol Configuration Options may be used during bearer activation to configure parameters which are needed for IP address allocation.

Both EPS network elements and UE may support the following mechanisms:

a.
IPv4 address allocation and IPv4 parameter configuration after the attach procedure via DHCPv4 according to RFC 2131 [19] and RFC 4039 [25];

b.
IPv6 parameter configuration via Stateless DHCPv6 according to RFC 3736 [20].

c.
Allocation of more IPv6 prefixes via DHCPv6 according to RFC 3633 [21].

EPS network elements may support the following mechanism:

a.
Allocation of a static IPv4 address and/or a static IPv6 prefix based on subscription data in the HSS.

If the static IP address/prefix(es) is/are not stored in the HSS subscription record, they may be configured on a per-user per-APN basis in the DHCP/Radius/Diameter server and the PDN GW retrieves the IP address/prefix for the UE from the DHCP/Radius/Diameter server. In this case, static IP address/prefix(es) is/are allocated by the same procedures as the dynamic IP address/prefix allocation.

The following clauses describe how the above listed IP address allocation mechanisms work when GTP based S5/S8 is used. The way of working of the IP address allocation mechanisms for PMIP based S5/S8 can be found in TS 23.402 [2].The procedures can be used both for PLMN (VPLMN/HPLMN) or external PDN based IP address allocation.

NOTE 1:
It is transparent to the UE whether the PLMN or the external PDN allocates the IP address and whether the IP address is static or dynamic.

In order to support DHCP based IP address configuration, the PDN GW shall act as the DHCP server for HPLMN assigned dynamic and static and VPLMN assigned dynamic IP addressing. When DHCP is used for external PDN assigned addressing and parameter configuration, the PDN GW shall act as the DHCP server towards the UE and it shall act as the DHCP client towards the external DHCP server. The Serving GW does not have any DHCP functionality. It forwards packets, including DHCP packets, between the UE and the PDN GW.

IPv6 Stateless Address autoconfiguration specified in RFC 4862 [18] is the basic mechanism to allocate /64 IPv6 prefix to the UE.

During default bearer establishment, the PDN GW sends the IPv6 prefix and Interface Identifier to the S‑GW, and then the S‑GW forwards the IPv6 prefix and Interface Identifier to the MME or to the SGSN. The MME or the SGSN forwards the IPv6 Interface Identifier to the UE. The MME does not forward the IPv6 prefix to the UE. If the UE receives the IPv6 prefix from the SGSN during PDP Context Activation procedure, it shall ignore it.

	End of 1st proposed change, clause 5.3.1.1


	Start of 2nd proposed change, clause 5.3.1.2.2


5.3.1.2.2
Allocation, renewal and release of the IPv6 default prefix via IPv6 stateless address autoconfiguration

When the PLMN allocates an IPv6 prefix, it is the PDN GW responsibility to allocate and release the IPv6 prefix. The PDN GW may use an internal IPv6 prefix pool in this case. The PDN GW allocates a globally unique /64 IPv6 prefix via Router Advertisement to a given UE.

When an IPv6 prefix is allocated from an external PDN, it is the PDN GW responsibility to obtain the IPv6 prefix from the external PDN and to allocate, renew and release the IPv6 prefix. The PDN GW may use DHCPv6 to obtain the IPv6 prefix from the external PDN. In this case, the PDN GW functions as a DHCPv6 client. If RADIUS or Diameter is used towards the external PDN as described in TS 29.061 [38], the IPv6 prefix can be obtained, renewed and released as part of these procedures. If RADIUS is used, the PDN GW functions as the RADIUS Client. If Diameter is used, the PDN GW functions as the Diameter Client.

The procedure of stateless IPv6 address autoconfiguration is the following: After default bearer establishment the UE may send a Router Solicitation message to the PDN GW to solicit a Router Advertisement message. The PDN GW sends a Router Advertisement message (solicited or unsolicited) to the UE. The Router Advertisement messages shall contain the same IPv6 prefix as the one provided during default bearer establishment. If the UE receives an IPv6 prefix from a SGSN during the PDP Context activation procedure, it shall ignore it.

After the UE has received the Router Advertisement message, it constructs a full IPv6 address via IPv6 Stateless Address autoconfiguration in accordance with RFC 4862 [18]. To ensure that the link-local address generated by the UE does not collide with the link-local address of the PDN GW, the PDN GW shall provide an interface identifier (see RFC 4862 [18]) to the UE and the UE shall use this interface identifier to configure its link-local address. For stateless address autoconfiguration however, the UE can choose any interface identifier to generate IPv6 addresses, other than link-local, without involving the network. For privacy, RFC 3041 [39], the UE may change the interface identifier used to generate full IPv6 addresses, without involving the network.

Any prefix that the PDN GW advertises to the UE is globally unique. The PDN GW shall also record the relationship between the UE's identity (IMSI) and the allocated IPv6 prefix. Because any prefix that the PDN GW advertises to the UE is globally unique, there is no need for the UE to perform Duplicate Address Detection for any IPv6 address configured from the allocated IPv6 prefix. Even if the UE does not need to use Neighbor Solicitation messages for Duplicate Address Detection, the UE may, for example, use them to perform Neighbor Unreachability Detection towards the PDN GW, as defined in RFC 4861 [32]. Therefore, the PDN GW shall respond with a Neighbor Advertisement upon receiving a Neighbor Solicitation message from the UE.

In order to renew the allocated IPv6 prefix, the PDN GW sends a Router Advertisement (solicited or unsolicited) to the UE with the same prefix and new non-zero values in preferred and valid lifetime fields.

In order to release the allocated IPv6 prefix, the PDN GW shall initiate the PDN connection release procedure. Upon release of the PDN connection, the UE shall implicitly release the prefix for the corresponding PDN connection.

NOTE 2:
If the PDN type is IPv4v6, when the PDN Connection is released, the IPv4 address is also released.

After releasing the IPv6 prefix, the PDN GW should not assign that IPv6 prefix to other user immediately.

	End of 2nd proposed change


	Start of 3rd proposed change, clause 5.3.1.2.6


5.3.1.2.6
IPv6 Prefix Delegation via DHCPv6

The UE may use DHCPv6 to request additional IPv6 prefixes (i.e. prefixes in addition to the default prefix), from the PDN GW. The PDN GW acts as the DHCP server. When PLMN based parameter configuration is used, the PDN GW provides the requested IPv6 prefixes from a locally provisioned pool. When external PDN based IPv6 prefix allocation is used, the PDN GW obtains the requested configuration parameters from the external PDN. When the PDN GW acts as a DHCPv6 server towards the UE, the PDN GW may act as DHCPv6 client towards the external PDN to request the IPv6 prefixes for the UE..
Once the UE completes stateless IPv6 address autoconfiguration procedures, the UE can optionally request additional IPv6 prefixes using DHCPv6. In this case the UE acts as a “Requesting Router” as described in RFC 3633 [21] and inserts one or more IA_PD option(s) into a DHCPv6 Solicit message sent from the UE to the PDN GW. The PDN GW acts a “Delegating Router” per RFC 3633 [21]. The UE optionally includes the RAPID_COMMIT option in the DHCPv6 Solicit message to trigger two-message DHCPv6 procedure instead of the four-message DHCPv6 procedure. In response to the DHCPv6 Solicit message, the UE receives a DHCPv6 Reply message with one or more IA_PD prefix(es) for every IA_PD option that it sent in the DHCPv6 Solicit message. 
	End of 3rd proposed change


	Start of 4th proposed change, clause 5.7.4


5.7.4 PDN GW

The PDN GW maintains the following EPS bearer context information for UEs. Table 5.7.4-1 shows the context fields for one UE.

For emergency attached UEs which are not authenticated, IMEI is stored in context instead of IMSI.

Table 5.7.4-1: P‑GW context

	Field
	Description
	E-UTRAN
	UTRAN/
GERAN

	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscriber permanent identity.
	X
	X

	IMEI
	Mobile Equipment Identity - (e.g. IMEI/IMEISV) Software Version Number.
	X
	X

	MSISDN
	The basic MSISDN of the UE. The presence is dictated by its storage in the HSS.
	X
	X

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [24]). 
	X
	X

	RAT type
	Current RAT
	X
	X

	Trace reference
	Identifies a record or a collection of records for a particular trace.
	X
	X

	Trace type
	Indicates the type of trace
	X
	X

	Trigger id
	Identifies the entity that initiated the trace
	X
	X

	OMC identity
	Identifies the OMC that shall receive the trace record(s).
	X
	X

	For each APN in use:

NOTE:
The following entries are repeated for each APN.

	APN in use
	The APN currently used. The APN shall be composed of the APN Network Identifier and the APN Operator Identifier. 
	X
	X

	APN-AMBR
	The maximum aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers, which are established for this APN.
	X
	X

	For each PDN Connection within the APN:

NOTE:
The following entries are repeated for each PDN connection within the APN.

	IP Address(es)
	IPv4 address and/or IPv6 prefix(es)
	X
	X

	PDN type
	IPv4, IPv6, or IPv4v6
	X
	X

	S‑GW Address in Use (control plane)
	The IP address of the S‑GW currently used for sending control plane signalling.
	X
	X

	S‑GW TEID for S5/S8 (control plane)
	S‑GW Tunnel Endpoint Identifier for the S5/S8 interface for the control plane. (For GTP-based S5/S8 only).
	X
	X

	S‑GW Address in Use (user plane)
	The IP address of the S‑GW currently used for sending user plane traffic. (For PMIP-based S5/S8 only).
	X
	X

	S‑GW GRE Key for downlink traffic (user plane)
	Serving GW assigned GRE Key for the S5/S8 interface for the user plane for downlink traffic. (For PMIP-based S5/S8 only).
	X
	X

	P‑GW IP address for S5/S8 (control plane)
	P‑GW IP address for the S5/S8 for the control plane signalling. 
	X
	X

	P‑GW TEID for S5/S8 (control plane)
	P‑GW Tunnel Endpoint Identifier for the S5/S8 control plane interface. (For GTP-based S5/S8 only).
	X
	X

	P‑GW Address in Use (user plane)
	The IP address of the P‑GW currently used for sending user plane traffic. (For PMIP-based S5/S8 only).
	X
	X

	P‑GW GRE Key for uplink traffic (user plane)
	PDN GW assigned GRE Key for the S5/S8 interface for the user plane for uplink traffic. (For PMIP-based S5/S8 only).
	X
	X

	MS Info Change Reporting support indication
	The MME and/or SGSN serving the UE support(s) procedures for reporting User Location Information changes. 
	
	X

	MS Info Change Reporting Action
	Denotes whether the MME and/or the SGSN is/are requested to send changes in ser Location Information change for this bearer
	
	X

	BCM
	The negotiated Bearer Control Mode for GERAN/UTRAN.
	
	X

	Default Bearer
	Identifies the default bearer within the PDN connection by its EPS Bearer Id. The default bearer is the one which is established first within the PDN connection. (For GTP based S5/S8).
	X
	X

	For each EPS Bearer within the PDN Connection:

NOTE 1:
The following entries defining the EPS Bearer specific parameters are included within the set of parameters defining the PDN Connection.

NOTE 2:
The following entries are stored only for GTP-based S5/S8.

	EPS Bearer Id
	An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN
	X
	X

	UL TFT
	Uplink Traffic Flow Template
	X
	X

	DL TFT
	Downlink Traffic Flow Template
	X
	X

	S‑GW Address in Use (user plane)
	The IP address of the S‑GW currently used for sending user plane traffic.
	X
	X

	S‑GW TEID for S5/S8 (user plane)
	S‑GW Tunnel Endpoint Identifier for the S5/S8 interface for the user plane.
	X
	X

	P‑GW IP address for S5/S8 (user plane)
	P‑GW IP address for user plane data received from PDN GW.
	X
	X

	P‑GW TEID for S5/S8 (user plane)
	P‑GW Tunnel Endpoint Identifier for the GTP Based S5/S8 interface for user plane.
	X
	X

	EPS Bearer QoS
	ARP, GBR, MBR, QCI.
	X
	X

	Charging Id
	Charging identifier, identifies charging records generated by S‑GW and PDN GW.
	X
	X

	Charging Characteristics
	Normal, prepaid, flat rate and/or hot billing
	X
	X


	End of 4th proposed change


	Start of 5th proposed change, clause 5.7.5


5.7.5 UE

The UE maintains the following context information. Table 5.7.5-1 shows the context fields. A GERAN or UTRAN capable UE maintains in addition the context information as described in a similar UE context table in TS 23.060 [7].

Table 5.7.5-1: UE context

	Field
	Description

	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscribers permanent identity.

	
	

	EMM State
	Mobility management state EMM-REGISTERED, EMM-DEREGISTERED.

	GUTI
	Globally Unique Temporary Identity.

	ME Identity
	Mobile Equipment Identity – (e.g. IMEI/IMEISV) Software Version Number.

	Tracking Area List
	Current Tracking area list.

	last visited TAI
	A TAI which is contained in the TA list the UE registered to the network and which identifies the tracking area last visited by the UE.

	Selected NAS Algorithm
	Selected NAS security algorithm.

	Selected AS Algorithm
	Selected AS security algorithms.

	KSIASME
	Key Set Identifier for the main key KASME.

	KASME
	Main key for E-UTRAN key hierarchy based on CK, IK and Serving network identity.

	NAS Keys and COUNT
	KNASint, KNASenc, and NAS COUNT parameter.

	E-UTRAN/UTRAN Key Set flag
	Indicates whether the UE is using security keys derived from UTRAN or E-UTRAN security association

	Temporary Identity used in Next update (TIN)
	This parameter is used internally by the UE to memorise which temporary ID it has to indicate in the next RAU/TAU (P-TMSI, GUTI or RAT-related TMSI, the latter means P-TMSI in RAU and GUTI in TAU).

	UE Specific DRX Parameters
	Preferred E-UTRAN DRX cycle length

	For each active PDN connection:

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.

	APN-AMBR
	The maximum aggregated uplink and downlink MBR to be shared across all Non-GBR bearers, which are established for this APN.

The APN-AMBR is kept stored when moving between E-UTRAN and GERAN/UTRAN.

	IP Address(es)
	IPv4 address and/or IPv6 prefix(es)

	Default Bearer
	Identifies the default bearer within the PDN connection by its EPS Bearer Id. The default bearer is the one which is established first within the PDN connection.

	For each EPS Bearer within the PDN connection

	EPS Bearer ID
	An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN.

	TI
	Transaction Identifier

	EPS bearer QoS
	GBR and MBR in case of GBR bearer.

	UL TFT
	Uplink Traffic Flow Template.


	End of 5th proposed change
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