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Abstract of the contribution: This paper proposes the flow of PULL Mode IUT transfer in which the transferred media is from the Controllee UE of the Collaborative Session.

Discussion
In TR 23.831 there are flows for pull mode media transfer based on the session discovery. But during the session discovery, the UE may find the target UE is a Controllee UE belonging to the collaborative session. Then the UE may send out a pull mode request to transfer the media from the Controllee UE to itself. 

If Controller UE and Controllee UE belong to the same subscription, the pull media request is routed to the SCC AS serving the Controllee UE which is the same SCC AS serving the Controller UE. So the SCC AS can proceed the media transfer procedure, similar to that as described in subclause 6.1.3.5.

If Controller UE and Controllee UE belong to different subscriptions and different SCC ASs serve the controller and Controllee UE respectively, the pull media request is routed by the SCC AS which serves the Controllee UE to the SCC AS which serves the Controller UE. Then the SCC AS of the Controller UE completes the media transfer procedure. 
proposal
Based on the discussion, it is proposed to add the procedure of pulling media from Controllee UE by UE not participating in the Collaborative Session, whether the Controller UE and Controllee UE belong to the same subscription or not. 
Begin Change 
6.1.3.5.x        Initiated by UE not participating in ongoing Collaborative Session - media on Controllee UE
UE-1 and UE-2 are involved in Collaborative Session with remote party. UE-1 and UE-2 belong to different subscription and SCC AS-1 serves the user of UE-1, SCC AS-2 serves the user of UE-2. UE-3 which is not in the Collaborative Session can belong to the same subscription with UE-1 or UE-2 or neither. Figure 6.1.3.5.X-1 shows the media flow transfer procedure from UE-2 to UE-3 requested by UE-3. For simplification, in the flow UE-3 belongs to the same subscription with UE-2.
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Figure 6.1.3.5.x-1: Pull mode Inter UE Transfer initiated by UE not participating in the collaborative session – media on the Controllee UE
1 
UE-3 obtains information about the existing sessions and their media flows of UE-2. 

2 
UE-3 sends IUT media transfer request to transfer the Media-B from UE-2 to UE-3. The request shall include the enough information for the network to:

-
identify the targeted Collaborative Session;

-
identify that the transferred media flow is Media-B;

-
identify that the target of the transferred media flow is UE-3;

-
other information.
3  Based on the identifier of the targeted Collaborative Session, SCC AS-2 knows itself to be the SCC AS serving the Controllee UE of the collaborative session, and relays the media transfer request to the SCC AS-1 which serves the Controller UE of the collaborative session.

4
The SCC AS-1 requests the Controller UE-1 to authorize the pull request or the SCC AS-1 authorizes the request on behalf of UE-1(e.g. pre-configured). If the request is authorized, SCC AS-1 continues in accordance with clause 6a.3.1 in TS 23.237 [2], i.e. SCC AS-1 establishes a session with UE-3 for the Media-B, removes Media-B from UE-2, and updates the Remote Leg using the Remote Leg Update procedure as specified in clause 6a.1.2 in TS 23.237 [2]. The UE-3 becomes a new Controllee UE.
5  SCC AS-1 sends media transfer response to SCC AS-2.

NOTE 1: 
 The step 5 can be included in the step 4.

6  SCC AS-2 sends media transfer response to UE-3.
7  SCC AS-1 sends the Collaborative Session information to UE-1 to inform UE-1 of the change of the Collaborative Session.

NOTE 2: 
If Controller UE and Controllee UE belong to the same subscription, the SCC AS-1 and SCC AS-2 are   the same SCC AS.
End Change 
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