Page 1



3GPP TSG-SA WG2 Meeting #78 
(
S2-101345
San Francisco, USA, 22 - 26 February 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.292
	CR
	0146
	(

rev
	-
	(

Current version:
	9.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Informative T-ADS diagram

	
	

	Source to WG:
(

	Orange

	Source to TSG:
(

	S2

	
	

	Work item code:
(

	TEI9
	
	Date: (

	18/02/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	T-ADS and terminating procedures are specified in various clauses of TS 23.292, making it hard for a reader to understand how they form a comprehensive feature.

	
	

	Summary of change:
(

	Adds an axample of T-ADS implementation in a new informative annex.

	
	

	Consequences if 
(

not approved:
	Difficulty to understand the specification.

	
	

	Clauses affected:
(

	Annex X (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Change #1

Annex X (informative):
Example of T-ADS implementation
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