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Abstract of the contribution:

This contribution proposes definitions for MPS-subscribed UE and MPS subscription.

Discussion













MPS-subscribed UE

Once authorized as a Service User (as defined in TS 22.153), the Service User obtains a subscription for MPS.  The Service Provider assigns the Service User a USIM configured with special Access Class(es) and the USIM has MPS subscription profile in the Service Provider’s network. We define this as MPS subscription by a Service User or in short as MPS subscription.
The Service User may use this USIM on any UE capable of accessing the EPS for invoking MPS.  For IMS-based MPS sessions the UE also needs to support IMS as specified in TS 23.228.  No additional capabilities specific to MPS are required of this UE.  Ability to use any UE (capable of accessing EPS and IMS capable) for invoking MPS is the tenet that ensures that MPS can be offered in the most widespread and expeditious way. However, this tenet does not preclude the use of an enhanced UE capable of including priority information in the originating SIP request.  
For a voice MPS session, the Service User may invoke MPS in two ways: 

MPS invocation using MPS code/identifier: When the Service User uses the above USIM (with MPS subscription) on any UE, the Service User can invoke an MPS session using an MPS code/identifier (e.g., a feature code like *272) without additional credentials. The P-CSCF interprets the MPS code/identifier and interacts with the policy framework as needed. Allocation of priority signaling and media bearers are done only after the IMS core with an MPS AS has authorized the Service User.  
MPS invocation using MPS input string.  A Service User may also invoke an MPS session by using any UE (having a USIM with a valid EPS subscription – not requiring an MPS subscription) by dialing an MPS input string (e.g., an Access Number).  In this scenario, the session will be terminated on a node in the network capable of playing announcements and collecting MPS credentials (e.g., PIN) and the DN of the called party. Once the Service User inputs the MPS credentials and the network validates the session, an MPS voice session can be established between the Service User and the called party.
Based on the above discussion, the following definitions apply.

MPS subscription: A subscription by which priority services are provided, if the network supports MPS. MPS subscription entitles a USIM with special Access Class(es).  MPS subscription profile is stored in the operator’s network.  
MPS-subscribed UE:  A UE having a USIM with MPS subscription. 








******************************************* Begin Change **********************************************************
3.1. Definitions
MPS subscription: A subscription by which priority services are provided, if the network supports MPS. MPS subscription entitles a USIM with special Access Class(es).  MPS subscription profile is stored in the operator's network.  
MPS-subscribed UE:  A UE having a USIM with MPS subscription. 
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