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Summary
In clause 5.14 of V0.4.1 of TR23.888 there is a (new) key issue on network overload issues related to masses of roaming M2M devices.

Existing text in clause 6.22 can be updated and completed to help provide a partial solution to the issues identified in clause 5.14.

Proposal

It is proposed that the following revision marked changes are made to section 6.22 of TR 23.888
**************** start of modified text ***************************************************
6.22
Solution – Rejecting connection requests by the SGSN/MME

6.22.1
Problem Solved / Gains Provided

See clause 5.12, “Key Issue – Signalling Congestion and Overload Control”, more specifically congestion control.
6.22.2
General

A number of variants of rejecting connection requests by the SGSN/MME can be distinguished:

Rejecting connection requests per APN

The SGSN/MME and/or GGSN/PGW can reject connection requests targeted at a particular APN. When the MTC application uses a dedicated APN, the specific MTC application can be targeted that causes the congestion. 
Rejecting connection requests and attach requests per MTC Group
The SGSN/MME can reject connection requests targeted at a particular MTC Group. With the attach procedure the MTC Group Identifier can be downloaded as part of the service profile from the HSS into the SGSN/MME. When a connection request is received by the SGSN/MME, the SGSN/MME can find in the service profile if the particular MTC Device is part of a MTC Group that causes congestion. In case only the GGSN/PGW is congested, the SGSN/MME need to be informed about which MTC Group is causing that congestion.

The SGSN/MME can reject attach requests on the basis of MTC Group is the only option. One option is that the MTC Group is downloaded from the HSS during the attach procedure. However this implies the service profile is only downloaded when most of the attach procedure is already done. 

Another option would be to add the MTC Group ID to the connection requests and attach requests from the MTC Device. That way the SGSN/MME can easily identify that a particular request comes from a MTC Application that is causing congestion.

Rejecting service request and attach attempts based on MTC Device provided low priority access indication
With availability of an access priority indication from the MTC Device the SGSN/MME can take an early decision to reject the request. Depending on internal SGSN/MME congestion mechanisms the SGSN/MME can appropriately treat the “low priority access” (e.g. used by Time Tolerant MTC device) in comparison to other accesses. 

The treatment can be performed without inducing or consuming further load in the SGSN/MME and the network as it could be performed prior to the download of the service profile from the HSS. The treatment could include returning an extended back-off time to the MTC Device requesting the “low priority access”.
When using SGSN/MME level rejection of devices, care is needed to guard against the possibility that the devices use the result as a soft (or hard) trigger for network reselection. This is because triggering network reselection can lead to the device repeatedly, cyclically attempting access on all the local competing networks and adding load to all of them.
Providing a back-off time to the MTC Device

To avoid a MTC Device from re-initiating a connection request or attach request immediately after a reject to an earlier request, the SGSN/MME can provide a back off time to the MTC Device in the reject message. If it is the GGSN/PGW that sent the reject originally, the SGSN/MME may append a back off time to the reject message.

The MTC Device shall not re-initiate a similar request until after the back off time.

The SGSN/MME may store the back off time for a particular MTC Device and immediately reject any subsequent requests from that MTC Device before the back off time is expired. A new (longer) back off time may be provided to further deter the MTC Device from repeated attempts before its back off time is expired.

Providing a back off time could also be a solution to the issue of recurring (quarter/half) hourly applications. If the MTC Device could identify the recurring applications, it could delay attach request or connection requests for these applications with the back off time. How to identify such recurring applications is unclear.
6.22.3
Impacts on existing nodes or functionality

Impact on the SGSN/MME

Additional functionality for SGSN/MME with this solution includes:

· Rejection of a connection request targeted at a particular APN,

· Rejection of attach and connection requests by MTC Devices belonging to a particular MTC Group,

· Detection if an MTC Device is part of a particular MTC Group (e.g. based on subscription information requested from the HSS/HLR),

· Determining the MTC Group or APN that causes congestion, within SGSN/MME, or upon reception of indication from GGSN/PGW.

· Providing a reject cause including a back off time in the reject messages,

· Determination of the back off time that is applicable for a particular MTC Device
· (For SGSN) Indicating MTC Group ID to GGSN

· (For MME) Indicating MTC Group ID to SGW
Impact on the MTC Device / UE

Additional functionality for the communication module in MTC Device / UE with this solution includes:

· Not re-initiating further attach or connection requests before the back off time is expired, if timer value is provided by the network.
· Handling of reject causes such that network reselection is not triggered; 
· Capability to configure the device with a low priority indication.
Impact on the SGW

Additional functionality for SGW with this solution includes:
· Forwarding MTC Group ID received from MME to PGW
· Forwarding low priority device indication to PGW
· Forwarding the overload/congestion situation indication received from PGW to MME for a particular APN or MTC Group
· Forwarding a reject cause in the reject messages received from PGW to MME

Impact on the GGSN / PGW

Additional functionality for the GGSN and PGW with this solution includes:

· Detecting the overload/congestion

· Determining the MTC Group or APN that causes overload/congestion,
· Rejection of a connection request targeted at a particular APN,

· Rejection of connection requests by MTC Devices belonging to a particular MTC Group, possibly taking the low priority device indication into account,
· Indicating the overload/congestion situation to SGSN/MME for a particular APN or MTC Group
· Suggesting value of back off time to SGSN/MME
· Providing a reject cause in the reject messages
Impact on the HSS/HLR
Additional functionality for HSS/HLR with this solution includes:

· Storing the MTC Group Identifier as part of the subscription profile of an MTC Device
6.22.4
Evaluation
************** end of changes *********************************
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