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1. Abstract
This paper proposes to update “4.Priority service scenarios” section to include SRVCC perspective.
2. Discussion
Figure.1 shows the call flow of SRVCC from E-UTRAN to UTRAN or GERAN with DTM HO support based on Figure 6.2.2.2-1 in TS 23.216.  Several network resources are allocated during preparation phase of handover.

1. Allocation of network resources related to CS domain

1a: Resource allocation of radio in target RNC (as a result of step 5.c in the figure)


1b: Resource allocation for CS bearer in the core network (as a result of step 8.c in the figure)

Note: Priority EPS Bearer Service may be applied for PS bear handover.
To ensure that IMS based priority call handed over from E-UTRAN to UTRAN/GERAN successfully, resource allocation shall be done in prioritized manner.  Those shall be clarified in scenario section in TR 23.854.  Note that this paper only considers the necessary enhancements in UTRAN/GERAN bearer level and does not consider enhancements in IMS level. If there is any necessary enhancements from IMS perspective, those will be clarified in further study.
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Figure.1 Call flow of SRVCC (SRVCC from E-UTRAN to UTRAN or GERAN with DTM HO support)
3. Proposal
This paper proposes to add scenario of SRVCC for IMS based priority call as shown in the following change.
****************** change 1 ******************
4
Priority service scenarios

Editor’s Note: This subclause will list the service scenarios for which priority handling is applied. 

4.1
IMS Multimedia Priority Service
Editor’s Note: This subclause will describes the MPS scenarios when IMS is used.
The MPS voice session described in the following use cases shall be handled in a prioritized way.  
· SRVCC of IMS based priority call: When the UE has on-going IMS based priority call and the eNB initiates SRVCC procedure, then network resources related to CS for SRVCC in target system shall be reserved in prioritized manner 
4.2
Priority EPS Bearer Service 

******************end of change 1 ******************
form change history:

v1.13.1: minor changes resulting from discussions at CT#41 & SA#41

v1.13.0: mods to enforce linkage amongst stages 1, 2, 3

draft mods Scarrone-Meredith 2008-07 ff

v1.12.1: removes revision marks following approval at SP-29
v1.12.0: includes provision for Study Items (SP-29)

v1.11.0: includes those changes from v1.8.0 agreed at SP-25.


v1.10.0: full circle

v1.9.0: a clean sheet

v1.8.0: includes comments from SA#24 

v1.7.0: includes comments from RAN, CN and T #24; also includes “early implementation” data

v1.6.0: includes comments made during review period prior to TSGs#24

v1.5.0: includes comments made at TSGs#23 (Phoenix)

v1.4.0: offered to SA#23 for approval

v1.3.0: offered to CN#23, RAN#23 and T#23 for comments

DRAFT4 v1.3.0: 2004-03-09: Incorporation of comments from Leaders list

DRAFT3 v1.3.0: 2004-02-19: Incorporation of comments from MCC members

DRAFT2 v1.3.0: 2004-01-29: Complete redraft:

v1.2.0: 2002-07-04: "USIM" box changed to "UICC apps"

2003-05-28: spelling of “rapporteur” corrected

2002-07-04: "USIM" box changed to "UICC apps"




1a. Resource allocation of CS in target RNC in prioritized manner is required








1b. Call establishment in prioritized manner is required
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15. UE tunes to UTRAN/GERAN







4. Bearer Splitting







16. HO Detection
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14. HO from EUTRAN command
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9. Initiation of Session Transfer (STN-SR or E-STN-SR)







10. Session transfer and update remote leg







11. Release of IMS access       leg
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1. Measurement reports







13. Handover Command
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