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1. Introduction

This contribution proposes changes to flows to ensure that the terminology is consistent and the scope of authorization is clarified.

2. Reason for Change

Authorization by hosting SCC AS is clarified by indicating that it bases its authorization decision only on UE-1 and not on the identity of UE-2. 

It is clarified that SCC AS 2 need not be in the signalling path between the controllee UE and the hosting SCC AS.

Miscellaneous editorial corrections.

3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.831 v0.3.0.

* * * First Change * * * *

6.1.3.5
Media flow transfer initiated by Controller UE

6.1.3.5.1
Transferring media from Controller UE to Controllee UE belonging to different IMS subscription 
The information flow below illustrates a transfer of media flow scenario in which the Controller UE transfers a flow to a UE that belongs to another user. 
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Figure 6.1.3.5.1-1: Transferring media from Controller UE to Controllee UE belonging to different IMS subscriptions 
There are Media-A and Media-B between Controller UE-1 and remote party.

1.
UE-1 sends a request towards SCC AS-1 to transfer Media-B to UE-2. The request includes enough information for the network to:

-
identify that the media flow to be transferred is Media-B;

-
identify that the source of the tmedia flow to be transferred is UE-1;

-
identify that the target of the transferred media flow is UE-2;


2.
S-CSCF-1 forwards the request to SCC AS-1.

3.
SCC AS-1 authorizes UE-1 to perform the media transfer.

NOTE 1:
The details of authorization are implementation dependent.
4.
SCC AS-1 sends a request towards UE-2 to setup Media-B on UE-2. The request includes enough information for the network to:

-
identify the source of the transfer request as UE-1;

-
identify the remote party;

-
identify that the media flow to be transferred is Media-B;

-
identify that the source of the media flow to be transferred is Controller UE-1;

-
identify that the target of the media flow to be transferred is Controllee UE-2;


4a.
S-CSCF-1 forwards the request towards UE-2.


5.
If UE-2 is an IUT subscriber, the request is routed via SCC AS-2 which checks that UE-2 is authorized to receive the request. If so, SCC AS-2 notes that this request relates to the establishment of a Collaborative Session so that any requests by UE-2 related to this Collaborative Session will be forwarded back towards SCC AS-1. A Session Setup request is then routed on towards UE-2.
NOTE 2:
The details of authorization are implementation dependent.
6.
S-CSCF-2 forwards the Session Setup request to Controllee UE-2.


8.
UE-2 sends a Session Setup response towards SCC AS-1.

9.
S-CSCF-2 routes the response back towards SCC AS-1 – via SCC AS-2 if UE-2 is an IUT subscriber.


10.
S-CSCF-2 routes the session setup response towards SCC AS-1.

11.
S-CSCF-1 forwards the session setup response to SCC AS-1.

12.
SCC AS-1 removes Media-B from UE-1, updates Remote Leg and finishes Access Leg establishment for setting up Media-B between remote party and UE-2.

After the above operation, Media-B has been transferred from Controller UE-1 to Controllee UE-2.

6.1.3.5.2
Adding media from Controller UE to Controllee UE belonging to different IMS subscription 
The information flow below illustrates a scenario in which UE-1, the Controller UE of a Collaborative Session, invites a UE that belongs to a second user to participate in the Collaborative Session by adding a new media flow towards it; control of the Collaborative Session remains with UE-1. 
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Figure 6.1.3.5.2-1: Adding media by Controller UE to Controllee UE belonging to different IMS subscription

There is Media-A between Controller UE-1 and remote party.

1.
Controller UE-1 sends a request towards SCC AS-1to add Media-B on UE-2, as part of the same Collaborative Session of Media-A. The request includes enough information for the network to:

-
identify that the added media flow is Media-B and the requested media type associated with Media-B (e.g., video);

-
identify that the target of the added media flow is UE-2;


2.
S-CSCF-1 forwards the request to SCC AS-1.

3.
SCC AS-1 authorizes UE-1 to establish the Collaborative Session.
NOTE 1:
The details of authorization are implementation dependent.

4.
SCC AS-1 sends request towards UE-2 for adding Media-B to Controllee UE-2. The request includes enough information for the network to:

-
identify the source of the request as UE-1;

-
identify the remote party;

-
identify that the added media flow is Media-B and the media type associated with Media-B (e.g., video);

-
identify that the source of the added media flow is Controller UE-1;

-
identify that the target of the added media flow is Controllee UE-2;


4a.
S-CSCF-1 forwards the request towards UE-2.


5.
If UE-2 is an IUT subscriber, the request is routed via SCC AS-2 which checks that UE-2 is authorized to receive the request. If so, SCC AS-2 notes that this request relates to the establishment of a Collaborative Session so that any requests by UE-2 related to this Collaborative Session will be forwarded back towards SCC AS-1. A Session Setup Request is then routed on towards UE-2.
NOTE 2:
The details of authorization are implementation dependent.
6.
S-CSCF-2 forwards the Session Setup request towards UE-2. 


7.
UE-2 sends a Session Setup response towards SCC AS-1. This request contains the full media description of Media-B.

8.
S-CSCF-2 routes the response back towards SCC AS-1 via SCC AS-2 if UE-2 is an IUT subscriber.


9.
S-CSCF-2 routes the Session Setup response towards SCC AS-1.

10.
S-CSCF-1 forwards the Join the Session Setup response to SCC AS-1.

11.
SCC AS-1 updates Remote Leg and finishes Access Leg establishment for adding Media-B to UE-2, and updates the media information in Controller UE-1.

After the above operation, Media-B is established between Controllee UE-2 and remote party.
* * * End of Changes * * * *
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