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Introduction
Clause 6.1.2 of TR 23.831 has the following Editor’s Note:

Editor’s note: How SCC AS-B determines that it should simply relay service requests associated with the Collaborative Session towards SCC AS-A rather than execute them requires further study.
This is in fact a Service Interaction issue between 2 ASs providing the same service (hosting a Collaborative Session), which shall not be performed more than once on a given session. It is therefore propose to resolve this with the generic “dynamic services interactions handling” mechanism which is proposed for addition into TS 23.228 Rel-10 by CR#0909 (S2-102317).
Proposed changes to TR 23.831
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Change #2
6.1.2
Control and User Plane Paths
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Figure 6.1.2-1: Control and User Plane Paths for Collaborative Session between UEs belonging to different IMS subscriptions

Figure 6.1.2-1 illustrates control and user plane paths for a two-user scenario in which there is a single Controller UE (UE A1 belonging to User-A). The Hosting SCC AS is the SCC AS that serves the (initial) Controller UE (SCC AS-A, that serves User-A in this illustration). It anchors the Remote Leg of the Collaborative Session (see 3GPP TS 23.237 [2] for Remote Leg) and thereby executes service requests towards the remote end during and after setup of the Collaborative Session. Any other SCC AS involved in the Collaborative Session (in this illustration, SCC AS-B, that serves User-B) simply relays service requests associated with the Collaborative Session towards SCC AS-A (with SCC AS-A acting as remote end for that leg) using standard IMS signalling. Each SCC AS involved in the Collaborative Session may execute Access Transfer of the UE that it serves or forward the Access Transfer request to SCC AS-A.
In order for SCC AS-B to determine that it shall simply relay service requests associated with the Collaborative Session towards the Hosting SCC AS-A rather than execute them, dynamic services interactions handling as specified in TS 23.228 [x] is applied as follows:

· if an SCC AS acts as a Hosting SCC AS for a Collaborative Session, it shall include a piece of service interaction information in the SIP signalling messages sent to other SCC-ASs, indicating that the Service Feature “Collaborative Session” has been performed;
· if an SCC AS receives a SIP message containing indication that the Service Feature “Collaborative Session” has been performed, it shall relay all service requests associated with the Collaborative Session towards the SCC AS that has inserted this indication.
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