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Abstract of the contribution:

This contribution proposes to resolve the outstanding editor’s note in clause 6.1.4 ‘Collaboration Profile’ of TR 23.831.
1. Introduction
It is proposed to resolve the outstanding editor’s note in clause 6.1.4 ‘Collaboration Profile’ of TR 23.831. This section lists the note in question and the proposed means of resolving it.

Note:

Editor’s note: It is ffs how the Collaboration Profile interacts with the UE-based authorization mechanism.

Proposed resolution:

Replace the editor’s note with text that explains the nature of the interaction. An examination of the multiple-subscription flows in the TR reveals that, when Collaborative Session requests arrive at an SCC AS originating from a UE associated with a subscription different from that which is associated with the target UE of the request, the Collaboration Profile is always invoked by the SCC AS before the request is forwarded to the target UE. If the Collaborative Session request is blocked at the SCC AS per authorization logic based upon the contents of the Collaboration Profile, an error response will be returned to the issuer of the request, and the UE-based authorization mechanism will have no opportunity to be exercised. Therefore, the network-based authorization mechanism (i.e., invocation of the Collaboration Profile by the SCC AS) takes precedence over the UE-based authorization mechanism.

2. Proposal

It is proposed to make the indicated changes to TR 23.831.
* * * Begin of 1st Change * * * *

6.1.4
Collaboration Profile
To satisfy the architectural requirement for network-based authorization of Collaborative Session requests, an authorization mechanism that is based upon per-subscriber provisioned data is assumed. The provisioned data is to be acted upon by the SCC AS when the SCC AS receives a Collaborative Session service request. The name given to this mechanism is Collaboration Profile.


NOTE
Invocation of the Collaboration Profile by the SCC AS takes precedence over the UE-based authorization mechanism; that is, if a Collaborative Session request is blocked at the SCC AS per authorization logic based upon the contents of the Collaboration Profile, an error response will be returned to the issuer of the request, and the UE-based authorization mechanism will have no opportunity to be exercised.

An IMS subscriber’s profile may include zero or more Collaborator(s) with Collaboration privileges as determined by the scope of collaboration; e.g.:
-
Controller Privilege: the Collaborator can use the subscriber’s device as a media source to provide media for a Collaborative Session that the Collaborator controls.

-
Media Source Privilege: the Collaborator’s device can be used to provide media for a Collaborative Session that the subscriber controls.
* * * End of 1st Change * * * *
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