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1. Overall Description:

SA2 would like to thank CT4 for their LS on APN configuration (S2-102060/C4-100967).SA2 would like to inform CT4 that the group has reached the following agreement:

Q1: Whether the first requirement, i.e. a UE having two subscription records with the same PDN type and the same APN but with different IP address allocation also applies to EPS subscription, or it only applies to GPRS subscription.

SA2 has already agreed that a single PDN subscription record allows for any combination of PDN types, i.e. for IPv4, IPv6 and IPv4v6 (refer to S2-088292). This avoids having individual PDN subscription records for the different PDN types allocated on the EPS subscription. It is SA2 understanding that there is no requirement to have two subscription records with the same APN but with different IP address allocation types allocated, for the EPS subscription. The requirement of two subscription records with different IP address allocation type only applies to a GPRS subscription.
Q2: Whether the above mentioned multiple subscriptions with the same APN may have different QoS or other subscription data besides PDP types or IP address allocation types. For example, a subscriber may have an APN configuration having the PDN type IPv4 for a single APN with QoS1, and also have the wildcard APN configuration having the PDN type IPv4v6 for any APN with QoS2.
For an EPS subscription, there shall not be more than one PDN subscription context related to each APN.
For a GPRS subscription, there may be more than one APN configurations context related to each APN. The difference between these APN configurations context may be on the IP address allocation types and/or the PDP type but not any other parameters.

Regarding the case mentioned above, the wildcard APN configuration only applies if there is no explicit APN Configuration corresponding to the APN requested by the UE.
2. Actions:

To CT WG4 group.

ACTION: 
SA2 kindly asks CT4 to take the above information into account and do the corresponding changes.
3. Date of Next SA2 Meetings: 

SA2#80
30 Aug – 03 Sep 2010

Brunstad, Norway

SA2#81
11 Oct – 15 Oct 2010

Prague, Czech
