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********************** Start of First Change **************************

12.1.4
PDN GW Identity Notification from AAA Server
The 3GPP AAA Server updates the HSS with the PDN GW identity of the selected PDN GW and the APN associated with the UE's PDN Connection. This procedure only occurs when the 3GPP AAA Server has in turn successfully received the PDN GW identity and APN from the PDN GW the UE is attached to. The 3GPP AAA server should subsequently always update the HSS with the PDN GW identity in the above-mentioned manner. This procedure can be used for both PDN GW registration and de-registration.
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Figure 12.1.4-1: PDN GW Address Notification

1.
The 3GPP AAA Server sends a Update PDN GW Identity Request (PDN GW Identity, APN, User Identity) to the HSS.


The PDN GW identity is either the IP address (e.g. if the PDN GW has a single IP address for all the mobility protocols it supports or if it only supports one mobility protocol) or the FQDN (e.g. if the PDN GW has multiple IP addresses for the mobility protocols it supports).

2.
The HSS checks that the user is known and that the stored 3GPP AAA Server name is the currently registered 3GPP AAA server for this same user. If this is successful, the HSS returns a Update PDN GW Identity Acknowledgement.

3.
Steps 3-4 are only performed if the PDN GW identity information was successfully modified in the HSS and an SGSN or MME is registered in the HSS for the same UE. In this case the HSS sends an Insert Subscriber Data message to the SGSN or MME to update the change in the SGSN or MME. If both an SGSN and an MME is registered in the HSS, and Insert Subscriber Data message is sent to each of them.

4.
The SGSN or MME acknowledges by sending an Insert Subscriber Data Ack message.

12.1.4A


PDN GW Identity Notification from MME/SGSN
In case of initial attach, or UE requested PDN connectivity, in the 3GPP access, the SGSN/MME updates the HSS with the PDN GW identity of the selected PDN GW and the APN associated with the UE's PDN connection. If a 3GPP AAA Server is registered in the HSS for the same UE, the HSS provides the updated APN and PDN GW identity information to the 3GPP AAA Server. If PMIPv6 is used for establishing connectivity in the non-3GPP access, the 3GPP AAA Server notifies the changes to the non-3GPP access network. This procedure can be used for both PDN GW registration and de-registration.
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Figure 12.1.4A-1: PDN GW address notification from SGSN/MME
1.
The SGSN/MME sends a Notify Request (PDN GW Identity, APN, User Identity) to the HSS.

2.
The HSS checks that the user is known and that the stored SGSN/MME is the currently registered SGSN/MME for this same user. If this is successful, the HSS returns a Notify Response.

3.
Steps 3-4 are only performed if the PDN GW identity information was successfully modified in the HSS and a 3GPP AAA Server is registered in the HSS for the same UE. In this case the HSS sends a Provide APN and PGW Identity message to the 3GPP AAA Server. As a result, if PMIPv6 is used for establishing connectivity in the non-3GP access, the 3GPP AAA Server updates the non-3GPP access network with the new APN and PGW Identity data.

4.
The 3GPP AAA Server acknowledges by sending a Provide APN and PGW Identity Ack message.

********************** END of First Change **************************
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