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Abstract of the contribution: This paper proposes load related information to be provided for LDF. 
Discussion
1. Load related information for LDF
To give the reader a concrete idea of what information would be needed by LDF, in order to understand the load status of the network nodes, it would be helpful to include an example of such kind of information as follows:
	Data Type 
	Date name
	Data description

	CPU
	CPU usage
	CPU current average usage (%)

	
	CPU peak usage 
	CPU peak usage  (%)

	Memory
	Memory usage
	Memory current average usage (%)

	
	Peak memory usage 
	Memory peak usage (%)

	System Load 
	Concurrent session number
	Concurrent sessions number

	
	Peak concurrent session number
	Peak concurrent session number

	
	Concurrent registrations
	Concurrent Registrations

	
	Peak Concurrent Registrations
	Peak Concurrent Registrations


Proposal
It is proposed to add the following change to TR 23.812.
Change
Annex X (Informative):
Example Load Information Required by LDF

	Data Type 
	Date name
	Data description

	CPU
	CPU usage
	CPU current average usage (%)

	
	CPU peak usage 
	CPU peak usage  (%)

	Memory
	Memory usage
	Memory current average usage (%)

	
	Peak memory usage 
	Memory peak usage (%)

	System Load 
	Concurrent session number
	Concurrent sessions number

	
	Peak concurrent session number
	Peak concurrent session number

	
	Concurrent registrations
	Concurrent Registrations

	
	Peak Concurrent Registrations
	Peak Concurrent Registrations


Table Annex X-1: Example load information required by LDF
End of change
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