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Abstract of the contribution: This paper proposes to clarify that the target UE for the transfer of Collaborative Session Control is a Controller capable UE.
Discussion
The transfer of Collaborative Session Control has been specified in TR 23.831 for Rel-10 IUT. 
Media flow can be transferred to a UE without IUT capabilities while Collaborative Session Control can be transferred only to a Controller capable UE.  Therefore, it is needed to clarify that a Controller capable UE is the target UE for the transfer of Collaborative Session Control in the architectural requirements and general descriptions for architectural reference model.

Proposal 

The following changes are proposed to clarify the transfer of Collaborative Session Control in TR 23.831. If the group agrees with this proposed clarification, it is proposed that the corresponding changes are made to TS 23.237 CRs that cover the architectural requirements and the descriptions related to the transfer of Collaborative Session Control.
Begin Change 1

5.2
Architectural Requirements
The solution shall fulfil the following architectural requirements:

-
The Controller UE shall maintain the Collaborative Session Control for the session until the session is released or until the Collaborative Session Control is transferred to another Controller capable UE.
-
It shall be possible to apply IUT Media Control Related Procedures between UEs belonging to different IMS subscriptions.

-
When UEs from different subscriptions are involved in a Collaborative Session, the SCC ASs shall assure that UEs do not create subsequent Collaborative Sessions for media belonging to Access Legs of the original Collaborative Session, and thus only a single Collaborative Session with a single hosting SCC AS shall be allowed.

-
When an SCC AS creates an access leg towards a UE that is not part of the same subscription that is currently associated with the Collaborative Session, it shall include sufficient information indicating that there already exists a hosting SCC AS.
-
It shall be possible for a UE to indicate that it is capable to become a Controller UE.
-
It shall be possible for the Controller UE to apply IUT Media Control Related Procedures when setting up either an originating or terminating session.
-
It shall be possible, based on the terminating user's preferences, to route incoming IMS session requests to a UE that is capable of becoming a Controller UE.

-
It shall be possible for a UE to request to replicate one or more media flow(s) from the Remote End.

-
It shall be possible for the network to replicate media in order to support the media replication scenarios described in this document.

-
It shall be possible for a UE to determine the information of ongoing multimedia session(s) in other UEs before or during IUT Media Control Related Procedures.
-
It shall be possible for the network to mask some or all of the media flows composing the session from session discovery based on user service configuration or operator policy.

-
The selection of the media flows to be transferred may be based on the ongoing multimedia session(s) on the source UE(s) discovered by the target UE(s) in pull mode.

-
It shall be possible for a UE to request and, when authorized, to pull one or more media flow(s) from a source UE.

-
It shall be possible for a Controller UE to initiate transfer of Collaborative Session Control to another Controller capable UE that has registered a Public User identity and shares the service profile with the Public User identity used in the Collaborative Session.
-
It shall be possible for a Controller capable UE to request and, when authorized, to pull Collaborative Session Control from a source UE.

-
It shall be possible for the Controller UE to authorize requests for IUT Media Control Related Procedures.

-
It shall be possible for the network to authorize requests for IUT Media Control Related Procedures on behalf of the Controller UE.
-
It shall be possible to perform Inter-UE Transfer between UEs connected to the IMS via an IP-CAN and ICS entities that provide interworking with UEs in the CS Domain without impact on the CS domain.
-
The network shall resolve conflicting IUT Media Control Related Procedures within a Collaborative Session.
-
When the Collaborative Session Control on the Controller UE is lost, the SCC AS may transfer the Collaborative Session Control to another Controller capable UE (with a Public User Identity belonging to the same Service Profile) involved in the Collaborative Session based on the user preferences associated with the Controller UE.
-
It shall be possible for the SCC AS to initiate Inter-UE Transfer on behalf of the UE/user as a result of a UE requesting IUT, or due to other stimulus such as, but not restricted to, IMS signalling received by the SCC AS from other IMS entities, user preferences, or other service layer triggers.
Begin Change 2

6.1.1
Architecture Reference Model
6.1.1.1
General
This architecture alternative builds on the functionalities of the SCC AS specified in TS 23.237 [2] to enable the enhanced IUT functionalities in Rel-10.

Any IUT capable UE can request IUT Media Control Related Procedures. Such requests are subject to authorization by the SCC AS and/or the Controller UE. Authorization is based on user and/or operator provided application specific settings in the SCC AS and/or in the Controller UE. These application specific settings may be associated with the service profile of the Controller UE in service specific data in the HSS.

Although any IUT capable UE can request IUT Media Control Related Procedures, there is only one Controller UE at a time in a Collaborative Session. The UE that establishes the Collaborative Session and whose service profile is in effect for the session with the remote end is the initial Controller UE. The Controller UE role may be transferred to a different Controller capable UE by using the Controller UE transfer procedure as specified in clause 6.1.3.4. 

NOTE:
Only transfer of Collaborative Session Control to another Controller capable UE that has registered a Public User Identity that shares the same service profile (and thus belongs to the same IMS subscription) is supported for this release.

End Change
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