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Agenda for pre-processing session
1.
Decision: Co-located GW / No additional specification work in support for mobility/no stand-alone L-GW support in Rel-10 (15 mn)
Decision agreed in principle.
2.
Presentation: HSS LIPA flags (10 mn)
Supporting documents:

	S2-103263
	P-CR
	Approval
	HSS configuration for LIPA
	Alcatel-Lucent

	S2-103375
	P-CR
	Approval
	Coexistence of the corporate APN and LIPA
	Qualcomm, Verizon


2.1
Open issue: LIPA flags separate for APN and for CSG, or LIPA flags combined for (APN,CSG) pairs ? (15 mn) => is the list of LIPA APNs valid for the CSG configured per UE, or for all UEs (i.e; per CSG) ?
this is still to be decided…
Supporting documents:

	S2-103340
	CR
	Approval
	23.401 CR1644: LIPA permissions and CSG information for LIPA-able APNs in the HSS
	LG Electronics, Alcatel-Lucent, Panasonic, Verizon

	S2-103373
	CR
	Approval
	23.401 CR1652: Definition of the LIPA flag in the HSS and MME subscriber info
	Qualcomm, Verizon, Samsung


2.2
Open issue: wild card APN support for LIPA flags ? (5 mn)
=> "LIPA only" probably not useful ; "LIPA conditional"/"LIPA prohibited" could be possible ? => it could make sense if the L-GW is capable of additional authorisation, otherwise it's dangerous and it doesn't seem valuable. => to be decided
3.
Paging

3.1
Decision: not required to use of dummy packet for paging (2 mn)
=> no standardisation of dummy packet

3.2
Open issue: forwarding one packet or the whole lot of  packets to the S-GW (10 mn)

=> only send one packet and buffer the rest

Supporting documents:
	S2-103388
	CR
	Approval
	23.401 CR1654: Paging Handling for LIPA(401)
	ZTE


4.
Presentation: APN deactivation: procedure clarifications (10mn)
Supporting documents:
	S2-103361
	CR
	Approval
	23.401 CR1647: LIPA deactivation
	Samsung, Verizon, Qualcomm, LG Electronics


=> always deactivate for any HO (source MME does not propose the LIPA PDN for HO and is deleted after HO) => to be worked offline before presentation on Thursday.
5.
Presentation: merged contributions on correlation identifier (10mn)
Supporting documents:
	S2-103338
	CR
	Approval
	23.401 CR1643: Addition of correlation identifier for optimised routing in LIPA
	LG Electronics, Qualcomm, Verizon, Samsung


=> skipped

6.
Open issue: support of multicast in specs: with or without mention of uPnP/DLNA ? (5mn)
=> documents were merged: additional requirement to the original Samsung document is that the proxying function cannot forward any packet with a link local address.=>S2-104167/4168.
7.
Decision: Conclusion of the TR (presentation to SA for approval) (cover sheet needed) (5 mn)
=>send the TR to SA for information, with interim conclusion (in the cover sheet) describing the results (colocated GW, etc.)
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