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	Reason for change:
(

	The conclusion for MTC related overload control has been achieved in the SA2#79 e-meeting. In case of overload, the MME/SGSN and PGW/GGSN has ability to reject the connectivity establishment request based on APN or MTC Device provided indication. This contribution introduces the CN Rejection Solution for MTC devices at PGW in EPS according to the TR 23.888 conclusion.

	
	

	Summary of change:
(

	Add the CN rejection solution for PGW according to the TR 23.888 conclusion.
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not approved:
	This functionality will not be available.
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	Other comments:
(

	The referenced clause x.y is newly introduced by CR 1726.


*** 1st change *****

4.3.7.x
PDN GW control of overload
The PDN GW may provide mechanisms for avoiding and handling overload situations. These include the rejection of PDN connection requests from UEs.

The PDN GW may detect APN congestion and start and stop performing overload control based on criteria such as:
· Maximum number of active bearers per APN and/or
· Maximum rate of bearer activations per APN.
When performing overload control the PDN GW rejects PDN connection requests. When receiving the rejection from the PDN GW, the MME rejects the UE’s PDN connection request as specified in clause x.y. In addition the PDN GW may indicate a “PDN-GW back-off time” for a specific APN to the MME. The MME should reject PDN connection requests, for the specific APN related to that PDN GW during the “PDN GW back-off time”, by the means specified in clause x.y. If a PDN GW indicates APN congestion by the “PDN GW back-off time” the MME may select another PDN GW of that APN instead of rejecting PDN connection requests.
*** End of changes *****
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