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Abstract of the contribution: Corrects clause 6.1.5.1 considering that UEs belonging to the same subscription may be under different service profiles.
Introduction
The text in clause 6.1.5.1 is formulated under the wrong assumption that the case of UEs not sharing the same services profiles only occurs when the UEs are under different subscriptions.
Discussion

Even when all UEs of a Collaborative Session belong to the same subscription, they may be under different service profiles, as illustrated in Figure 4.6 of TS 23.228:
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Conclusion

It is proposed to correct the TR as shown below.
In addition, since the issue of UEs not sharing the same service profile is equally applicable in Rel-9, a proposal to make the following changes to TS 23.237 in Rel-9 is included in CR#0285 (S2-103240):
· 3.1
Definitions

Controller UE: The UE that controls a Collaborative Session, and whose service profile determines the services on the remote leg. The Controller UE may also provide media flows for a Collaborative Session.

· 6a.7.1
General

Even though the media components for the Collaborative Session are split onto multiple Access Legs of different UEs, the remote end is presented with one session including all the media components. This section describes the SCC AS and IUT UE procedures for handling supplementary services as described in TS 22.173 [15].
Within a Collaborative Session, the Controllee UEs can be under a different service profile than the Controller UE. The service profile of the Controller UE shall determine the set of Application Servers and services that are invoked for the overall session with the remote end.
For a Controllee UE's Access Leg where CS media is used, the interactions described in the following sections still apply. However, the operations on the CS media follow the procedures as described in TS 23.292 [5].

Proposed changes to TR 23.831 v1.0.0
6.1.5
Execution of supplementary services

6.1.5.1
General

Even though the media components for the Collaborative Session are split onto multiple Access Legs of different UEs, the remote end is presented with one session including all the media components. This section describes the SCC AS and IUT UE procedures for handling supplementary services as described in TS 22.173 [4].

Whether or not the UEs involved in a Collaborative Session pertain to multiple IMS subscriptions, the Controllee UEs can be under a different service profile than the Controller UE. The service profile of the Controller UE shall determine the set of Application Servers and services that are invoked for the overall session with the remote end.
For a Controllee UE's Access Leg where CS media is used, the interactions described in the following sections still apply. However, the operations on the CS media follow the procedures as described in TS 23.292 [3].
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