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Begin Change
A.1.3.1.4
Event Triggers

For GPRS the event triggers in table A.2 shall apply in addition to the ones in table 6.2.

Table A.2: GPRS specific event triggers

	Event trigger
	Description

	SGSN change
	The UE has moved to a new SGSN.

	RAT type change.
	The characteristics of the air interface, communicated as the radio access type, has changed.

	PDP Context Activity
	The GGSN has received a request for a PDP context activation, modification or deactivation. Note 1.

	Location change (routeing area)
	The routeing area of the UE has changed.

	Location change (CGI/SAI)
	The CGI/SAI of the UE has changed.

	Subscribed APN-AMBR change
Radio bearer lost notification
	The subscribed APN-AMBR has changed.
The UE has lost radio connection for PDP context using background or interactive traffic class

	NOTE 1:
Available only when the bearer binding mechanism is allocated to the PCRF.


If the Location change trigger is armed, the GGSN should request the SGSN to report any changes in location to the level indicated by the trigger according to the procedures described in TS 23.060 [12]. If credit-authorization triggers and event triggers require different levels of reporting of location change for different PDP contexts for a single UE, the SGSN reports location changes to the highest level of detail required. However, the GGSN should not trigger a request for PCC rules if the report received is more detailed than requested by the PCRF.

If the Radio bearer lost notification trigger is armed, the GGSN should request the SGSN to report radio bearer lost information on primary PDP according to the procedures described in TS 23.060 [12].When the GGSN reports radio bearer lost notification, the PCRF shall decide which Non-GBR PCC rules impacted and update PCC decision.  
For GPRS the traffic mapping information is represented by the TFT information.

For GPRS the loss/recovery of transmission resources is indicated by a PDP context modification changing the 'Maximum bitrate' UMTS QoS parameter to/from 0 kbit/s (as described in the PDP context preservation procedures in TS 23.060 [12]).
Next Change
A.4.3.1.2
Event Triggers

For EPS the event triggers in table A.4.3-2 shall apply in addition to the ones in table 6.2.

Table A.4.3-2: EPS specific event triggers

	Event trigger
	Description
	Reported from
	Condition for reporting

	SGSN change
	The UE has moved to a new SGSN. (Note 2)
	PCEF, BBERF
	PCRF

	Serving GW change
	The UE has moved to a new Serving GW. (Note 1)
	PCEF
	PCRF

	RAT type change.
	The characteristics of the air interface, communicated as the radio access type, has changed.
	PCEF, BBERF
	PCRF

	Location change (routeing area)
	The routeing area of the UE has changed.
	PCEF, BBERF
	PCRF

	Location change (tracking area)
	The tracking area of the UE has changed. (Note 1)
	PCEF, BBERF
	PCRF

	Location change (ECGI)
	The ECGI of the UE has changed.(Note 1)
	PCEF, BBERF
	PCRF

	Location change (CGI/SAI)
	The CGI/SAI of the UE has changed.(Note 2)
	PCEF, BBERF
	PCRF

	Subscribed APN-AMBR change
	The subscribed APN-AMBR has changed
	PCEF, BBERF
	PCRF

	EPS Subscribed QoS change
	The QoS of the default EPS bearer has changed.
	PCEF, BBERF
	PCRF

	Radio bearer lost notification
	The UE has lost radio connection for Non-GBR bearer 
	PCEF, BBERF
	PCRF

	NOTE 1:
These triggers are used for E‑UTRAN access.

NOTE 2:
These triggers are used for GERAN/UTRAN accesses.




If the Location change trigger is armed, the PDN GW should request the Serving GW (then SGSN or MME specifically) to report any changes in location to the level indicated by the trigger according to the procedures described in TS 23.060 [12] or TS 23.401 [17].
If the Radio bearer lost notification is armed, the PDN GW should request the Serving GW (then SGSN or MME specifically) to report radio bearer lost information on default bearer according to the procedures described in TS 23.060 [12] or TS 23.401 [17]. ].When the PDN GW reports radio bearer lost notification, the PCRF shall decide which Non-GBR PCC rules impacted and update PCC decision.
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