Page 1



3GPP TSG SA WG2 Meeting #80
(
 S2-103799
30 August - 3 September, 2010, Brunstad, Norway

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.060
	CR
	1184
	(

rev
	-
	(

Current version:
	10.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	ACB collisions between AC 0-15 and MTC specific ACB

	
	

	Source to WG:
(

	Sierra Wireless

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	NIMTC
	
	Date: (

	22/08/2010

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	SA2 has agreed to include MTC specific Access Class Baring for MTC devices in R10 per conclusion section 7.1c of TR 23.888. Considering one of the implications of this new functionality, TS 44.018 clause 3.3.1.1.1 states...

3.3.1.1.1
Permission to access the network

All mobile stations with an inserted SIM are members of one out of 10 access classes numbered 0 to 9. The access class number is stored in the SIM. In addition, mobile stations may be members of one or more out of 5 special access classes (access classes 11 to 15) (see 3GPP TS 22.011), this is also held on the SIM card.

The system information messages on the BCCH broadcast the list of authorized access classes and authorized special access classes in the system information messages, and whether emergency calls are allowed in the cell to all mobile stations or only to the members of authorized special access classes.

If the establishment cause for the request of the MM sublayer is not "emergency call", access to the network is allowed if and only if the mobile station is a member of at least one authorized:

-
access class; or

-
special access class.

If the establishment cause for the request of the MM sublayer is "emergency call", access to the network is allowed if and only if:

-
emergency calls are allowed to all mobile stations in the cell; or 

-
the mobile station is a member of at least one authorized special access class.

Similar logic exists for UTRAN Access Class functionality (e.g. TS 25.331).

The question then arises, if a UE that is configured as a MTC device is barred from network access because of MTC specific ACB but the UE is permitted network access through one or more general Access Classes 0-15, can the UE still perform network access as permitted by one or more of the Access Class 0-15?

To remove any confusion reagrding this type of access permission collosion, it is proposed to add a NOTE indicating that “a UE configured as a MTC device cannot access the network when barred as a specific type of MTC device, reagrdless of whether the UE is permitted by Access Classes 0-15.”


	
	

	Summary of change:
(

	  Add note to remove any confusion regarding collision between general AC 0-15 and MTC specific ACB.

	
	

	Consequences if 
(

not approved:
	  Risk of confusion between and within different WGs regarding how to handle interactions between Access Class 0-15 and specific types/levels of MTC ACB.
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(

	


Start of the change

5.3.6
Network Management Functions

Network management functions provide mechanisms to support O&M functions related to GPRS.

5.3.6.x SGSN control of overload

NOTE y:
A UE configured as a MTC device cannot acc
ess the network when barred as a specific type of MTC device, reagrdless of whether the UE is permitted by Access Classes 0-15 as specified in TS 25.331 [52] and TS 44.018 [85].
End of the change
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