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	Reason for change:
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	Spec does not state that when UE performs a non-combined TAU, eg from CS/PS mode 2 to PS mode 2 of operation, the SGs association in the MME should be removed.
Such text does exist in 23.060

6.3.1
Administration of the SGSN - MSC/VLR Association

...
When the MSC/VLR receives an LA update via the A or Iu interface from an MS or establishes a SGs association with an MME for which a Gs association exists for that MS, the MSC/VLR shall remove the association without notifying the SGSN. When the SGSN receives a (non-combined) RA update from an MS for which an association exists, the SGSN shall remove the association without notifying the MSC/VLR. When the MSC/VLR receives a BSSAP+ MS Unreachable message from the SGSN indicating that PPF is cleared, the state of the association shall not be changed at the MSC/VLR.



	
	

	Summary of change:
(

	Add text to remove the SGs assocation at non-combined TAU.

	
	

	Consequences if 
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not approved:
	Will not capture the case of SGs association removal in MME at non-combined TAU.
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	Other comments:
(

	Note that Stage-3 28.118 Figure 4.3.3.1 clearly shows the SGs association being removed when normal TAU is received.


5.3.4
Administration of the MME - MSC/VLR Association

The MME - MSC/VLR association is created at the following occasions:

-
Combined EPS/ IMSI attach in clause 5.2.

-
Combined TA/LA Update in clause 5.4.

The association is updated on the following occasions:

-
When an UE changes MME.

The MME - MSC/VLR association is removed at the following occasions:

-
UE-initiated Detach in clause 5.3.1.

-
MME initiated Detach in clause 5.3.2.

-
HSS initiated Detach in clause 5.3.3.

-
Gs association establishment in 2/3G, see TS 23.060 [3].

-
MSC/VLR receives a LA update via the A or Iu interface.
-
MME receives a normal TAU from a UE for which an SGs association exists. No notification is sent to the MSC/VLR.
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