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	Ag.

	Tdoc#
	Type
	Title
	Source
	Spec
	CR#
	Rel
	Proposed Handling

	1


	-
	------
	Opening of the meeting, approval of the agenda
	------
	-
	-
	-
	I draw your attention to your obligations under the 3GPP Partner Organizations' IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of

which it is a member any IPR owned by the Individual Member or any other organization which is or is likely to become essential to the work

of 3GPP.

	1
	S2-110001
	AGENDA
	Draft Agenda for SA WG2 electronic meeting #82E
	SA WG2 Chairman
	-
	-
	-
	APPROVED



	
	
	
	--- Financial report ---
	
	
	
	
	The current size of the social purse coming from Tdoc number fees is 

910.75 USD, 278 Euros



	4
	-
	------
	Critical Incoming LSs not related to 6.1, 6.4, or 8.4


	------
	-
	-
	-
	--

	4
	S2-110043
	LS In
	LS from CT WG1: LS on SRVCC in alerting phase being a stand-alone feature
	CT WG1 (C1-104906)
	-
	-
	Rel-10
	Response drafted in S2-110051

	4
	S2-110051
	LS OUT
	[DRAFT] Reply LS on SRVCC in alerting phase being a stand-alone feature
	Nokia Siemens Networks
	-
	-
	Rel-10
	Response to S2-110043

	4
	S2-110055
	LS In
	LS from CT WG4: LS on Inter PLMN mobility procedure
	CT WG4 (C4-103323)
	-
	-
	Rel-9
	Response drafted in S2-110058

	4
	S2-110058
	LS OUT
	[Draft] LS response on Inter PLMN mobility procedure
	Ericsson, ST Ericsson
	-
	-
	Rel-9
	Response to S2-110055

	6
	-
	-------
	Release 8 and 9
	----
	-
	-
	-
	-



	6.1
	-
	-------
	SAE: Essential corrections to 23.401 and 23.060
	----
	-
	-
	-
	-

	6.1
	S2-110020
	CR
	23.401 CR1949: Correction to authentication vectors forwarding between MME and SGSN
	China Mobile
	23.401
	1949
	Rel-8
	LATE DOC: Rx 13/01, 16:30

	6.1
	S2-110021
	CR
	23.401 CR1950: Correction to authentication vectors forwarding between MME and SGSN
	China Mobile
	23.401
	1950
	Rel-9
	LATE DOC: Rx 13/01, 16:30

	6.1
	S2-110022
	CR
	23.401 CR1951: Correction to authentication vectors forwarding between MME and SGSN
	China Mobile
	23.401
	1951
	Rel-10
	LATE DOC: Rx 13/01, 16:30

	6.1
	S2-110056
	CR
	23.401 CR1959: Correction of S1-release procedure
	Ericsson, ST Ericsson
	23.401
	1959
	Rel-9
	 

	6.1
	S2-110057
	CR
	23.401 CR1960: Correction of S1-release procedure
	Ericsson, ST Ericsson
	23.401
	1960
	Rel-10
	 

	6.1
	S2-110067
	CR
	23.401 CR1961: Alignment of UE Time Zone for Create Session Request
	Ericsson, ST Ericsson, Verizon Wireless, Alcatel-Lucent, Cisco, Nokia Siemens Networks
	23.401
	1961
	Rel-9
	 

	6.1
	S2-110068
	CR
	23.401 CR1962: Alignment of UE Time Zone for Create Session Request
	Ericsson, ST Ericsson, Verizon Wireless, Alcatel-Lucent, Cisco, Nokia Siemens Networks
	23.401
	1962
	Rel-10
	 

	6.1
	S2-110069
	CR
	23.401 CR1963: UE Time Zone in Service Request procedure
	Ericsson, ST Ericsson, Verizon Wireless, Alcatel-Lucent, Cisco, Nokia Siemens Networks
	23.401
	1963
	Rel-9
	 

	6.1
	S2-110070
	CR
	23.401 CR1964: UE Time Zone in Service Request procedure
	Ericsson, ST Ericsson, Verizon Wireless, Alcatel-Lucent, Cisco, Nokia Siemens Networks
	23.401
	1964
	Rel-10
	 

	6.1
	S2-110091
	CR
	23.401 CR1966: MME initiated bearer deactivation with ISR activation procedure
	CATT
	23.401
	1966
	Rel-8
	 

	6.1
	S2-110092
	CR
	23.401 CR1967: MME initiated bearer deactivation with ISR activation procedure
	CATT
	23.401
	1967
	Rel-9
	 

	6.1
	S2-110093
	CR
	23.401 CR1968: MME initiated bearer deactivation with ISR activation procedure
	CATT
	23.401
	1968
	Rel-10
	 

	6.1
	S2-110094
	CR
	23.401 CR1969: Correction of delete session request procedure
	CATT
	23.401
	1969
	Rel-8
	 

	6.1
	S2-110095
	CR
	23.401 CR1970: Correction of delete session request procedure
	CATT
	23.401
	1970
	Rel-9
	 

	6.1
	S2-110096
	CR
	23.401 CR1971: Correction of delete session request procedure
	CATT
	23.401
	1971
	Rel-10
	 

	6.1
	S2-110097
	CR
	23.060 CR1319: Correction of delete session request procedure
	CATT
	23.060
	1319
	Rel-8
	 

	6.1
	S2-110098
	CR
	23.060 CR1320: Correction of delete session request procedure
	CATT
	23.060
	1320
	Rel-9
	 

	6.1
	S2-110099
	CR
	23.060 CR1321: Correction of delete session request procedure
	CATT
	23.060
	1321
	Rel-10
	 

	6.1
	S2-110103
	CR
	23.060 CR1322: R7 QoS subscription for pre R7 UE in GERAN
	Qualcomm Incorporated
	23.060
	1322
	Rel-9
	 

	6.1
	S2-110104
	CR
	23.060 CR1323: R7 QoS subscription for pre R7 UE in GERAN
	Qualcomm Incorporated
	23.060
	1323
	Rel-10
	 

	6.1
	S2-110108
	CR
	23.060 CR1324: GGSN selection correction
	Huawei, Hisilicon
	23.060
	1324
	Rel-9
	 

	6.1
	S2-110109
	CR
	23.060 CR1325: GGSN selection correction
	Huawei, Hisilicon
	23.060
	1325
	Rel-10
	 

	6.1
	S2-110110
	CR
	23.401 CR1974: PDN disconnection correction
	Huawei, Hisilicon
	23.401
	1974
	Rel-10
	 

	6.1
	S2-110111
	CR
	23.060 CR1326: MS-initiated PDP Context Deactivation procedure for the RAB release case
	Huawei, Hisilicon
	23.060
	1326
	Rel-10
	 

	6.1
	S2-110112
	CR
	23.060 CR1327: Synchronized APN-AMBR handling between TS 23.060 and TS 23.401
	Huawei, Hisilicon
	23.060
	1327
	Rel-9
	 

	6.1
	S2-110113
	CR
	23.060 CR1328: Synchronized APN-AMBR handling between TS 23.060 and TS 23.401
	Huawei, Hisilicon
	23.060
	1328
	Rel-10
	 

	6.1
	S2-110128
	CR
	23.401 CR1979: The clarification for UE initiated PDN connectivity procedure
	HTC Corp.
	23.401
	1979
	Rel-10
	 

	6.1
	S2-110129
	CR
	23.401 CR1980: The correction for reference of TS 29.274
	HTC Corp.
	23.401
	1980
	Rel-10
	 

	6.1
	S2-110130
	CR
	23.060 CR1333: The correction for reference of TS 29.274
	HTC Corp.
	23.060
	1333
	Rel-10
	 

	6.1
	S2-110131
	CR
	23.401 CR1981: Correction of Gn/Gp SGSN to MME Tracking Area Update procedure
	Alcatel-Lucent
	23.401
	1981
	Rel-8
	 

	6.1
	S2-110132
	CR
	23.401 CR1982: Correction of Gn/Gp SGSN to MME Tracking Area Update procedure
	Alcatel-Lucent
	23.401
	1982
	Rel-9
	 

	6.1
	S2-110133
	CR
	23.401 CR1983: Correction of Gn/Gp SGSN to MME Tracking Area Update procedure
	Alcatel-Lucent
	23.401
	1983
	Rel-10
	 

	6.1
	S2-110150
	CR
	23.401 CR1990: Correction of TAU procedure with Serving GW change
	NEC
	23.401
	1990
	Rel-9
	 

	6.1
	S2-110151
	CR
	23.401 CR1991: Correction of TAU procedure with Serving GW change
	NEC
	23.401
	1991
	Rel-8
	 

	6.4
	-
	-----
	Other Essential Corrections
	----
	-
	-
	-
	-



	6.4
	S2-110018
	CR
	23.272 CR0643: Correction on CLI in page message for 1x MT call
	ZTE
	23.272
	0643
	Rel-10
	 

	6.4
	S2-110019
	CR
	23.272 CR0644: Correction on CLI in page message for 1x MT call
	ZTE
	23.272
	0644
	Rel-9
	 

	6.4
	S2-110025
	CR
	23.272 CR0645: S102 Redirection Timing
	Hitachi
	23.272
	0645
	Rel-9
	 

	6.4
	S2-110026
	CR
	23.272 CR0646: S102 Redirection Timing
	Hitachi
	23.272
	0646
	Rel-10
	 

	6.4
	S2-110047
	CR
	23.251 CR0025: RAN sharing for the H(e)NB (CSG/HYBRID cell)
	Samsung
	23.251
	0025
	Rel-8
	 

	6.4
	S2-110048
	CR
	23.251 CR0026: RAN sharing for the H(e)NB (CSG/HYBRID cell)
	Samsung
	23.251
	0026
	Rel-9
	 

	6.4
	S2-110061
	CR
	23.216 CR0166: Correction to the UTRAN transparent container
	Ericsson, ST Ericsson
	23.216
	0166
	Rel-9
	 

	6.4
	S2-110063
	CR
	23.203 CR0445R3: PS-to-CS HO indicator impacts to PCC
	Ericsson, ST Ericsson
	23.203
	0445
	Rel-9
	Revision of S2-105686

	6.4
	S2-110064
	CR
	23.203 CR0493: PS-to-CS HO indicator impacts to PCC
	Ericsson, ST Ericsson
	23.203
	0493
	Rel-10
	 

	6.4
	S2-110065
	CR
	23.203 CR0494: PS-to-CS HO indicator impacts to PCC
	Ericsson, ST Ericsson
	23.203
	0494
	Rel-11
	 

	6.4
	S2-110066
	CR
	23.216 CR0167: Continuation of SRVCC in case PS HO fails
	Ericsson, ST Ericsson, NTT DoCoMo
	23.216
	0167
	Rel-9
	 

	6.4
	S2-110079
	CR
	23.216 CR0168: Service Continuity
	Ericsson, ST Ericsson
	23.216
	0168
	Rel-9
	 

	6.4
	S2-110081
	CR
	23.401 CR1826R3: UE Context Modification(CSFB) retry when X2 HO fails
	Motorola Solutions, Qualcomm, Nokia Siemens Networks
	23.401
	1826
	Rel-9
	Revision of S2-105648

	6.4
	S2-110082
	CR
	23.401 CR1827R3: UE Context Modification(CSFB) retry when X2 HO fails
	Motorola, Qualcomm, Nokia Siemens Networks
	23.401
	1827
	Rel-10
	Revision of S2-105649

	6.4
	S2-110084
	CR
	23.221 CR0124R1: Use of ICS procedures with CSFB
	Motorola Mobility
	23.221
	0124
	Rel-8
	Revision of S2-105754

	6.4
	S2-110087
	CR
	23.272 CR0647: CS PLMN reselection requirement for CSFB
	Nokia Siemens Networks, Motorola Solutions
	23.272
	0647
	Rel-9
	 

	6.4
	S2-110088
	CR
	23.272 CR0648: CS PLMN reselection requirement for CSFB and RAT/LA checking
	Nokia Siemens Networks, Motorola Solutions
	23.272
	0648
	Rel-10
	 

	6.4
	S2-110100
	CR
	23.272 CR0649: Optimization for MT SMS paging
	CATT
	23.272
	0649
	Rel-10
	 

	6.4
	S2-110105
	CR
	23.272 CR0650: Correction of PS bearer suspension in CSFB procedures
	Qualcomm Incorporated
	23.272
	0650
	Rel-9
	 

	6.4
	S2-110106
	CR
	23.272 CR0651: Correction of PS bearer suspension in CSFB procedures
	Qualcomm Incorporated
	23.272
	0651
	Rel-10
	 

	6.4
	S2-110114
	CR
	23.216 CR0169: Correction of Two Figures
	Huawei, Hisilicon
	23.216
	0169
	Rel-10
	 

	6.4
	S2-110115
	CR
	23.272 CR0652: SMS-CSFB cell ID reporting correction
	Huawei, Hisilicon
	23.272
	0652
	Rel-9
	 

	6.4
	S2-110116
	CR
	23.272 CR0656: SMS-CSFB cell ID reporting correction
	Huawei, Hisilicon
	23.272
	0656
	Rel-10
	 

	6.4
	S2-110117
	CR
	23.272 CR0653: Clarification about the RAT type for CS domain selection
	Huawei, Hisilicon
	23.272
	0653
	Rel-9
	 

	6.4
	S2-110118
	CR
	23.272 CR0654: Clarification about the RAT type for CS domain selection
	Huawei, Hisilicon
	23.272
	0654
	Rel-10
	 

	6.4
	S2-110137
	CR
	23.271 CR0391: Clarification on Home eNodeB support
	NTT DOCOMO
	23.271
	0391
	Rel-9
	 

	6.4
	S2-110138
	CR
	23.271 CR0392: Clarification on Home eNodeB support
	NTT DOCOMO
	23.271
	0392
	Rel-10
	 

	8
	-
	-----
	Release 10
	----
	-
	-
	-
	-

	8.4
	-
	------
	Other Corrections
	-----
	-
	-
	-
	-

	8.4
	S2-110002
	CR
	23.402 CR0940R2: Addition of Protocol Configuration Options in SWu and S2b signalling
	LG Electronics, KDDI, Verizon Wireless, NTT DOCOMO, Alcatel-Lucent, NEC, Hitachi
	23.402
	0940
	Rel-10
	Revision of S2-105490

	8.4
	S2-110003
	CR
	23.221 CR0122R1: Restricting IPv6 interface identifier generation to protect usage patterns
	Vodafone
	23.221
	0122
	Rel-10
	Revision of S2-105724

	8.4
	S2-110005
	CR
	23.203 CR0490: Usage monitoring for the IP-CAN session and sponsored data connectivity simultaneously
	ZTE
	23.203
	0490
	Rel-10
	 

	8.4
	S2-110006
	CR
	23.203 CR0491: Sponsored data connectivity profile in SPR
	ZTE
	23.203
	0491
	Rel-10
	 

	8.4
	S2-110007
	CR
	23.203 CR0492: Clarify the usage reporting for Sponsored Data Connectivity
	ZTE
	23.203
	0492
	Rel-10
	 

	8.4
	S2-110008
	CR
	23.401 CR1941: Update the ME identity to the HSS
	ZTE
	23.401
	1941
	Rel-10
	 

	8.4
	S2-110010
	CR
	23.401 CR1942: PDN disconnection in case of ISR activated
	ZTE
	23.401
	1942
	Rel-10
	 

	8.4
	S2-110011
	CR
	23.401 CR1943: Correction of the wrong reference in service request procedure
	ZTE
	23.401
	1943
	Rel-10
	 

	8.4
	S2-110012
	CR
	23.401 CR1944: Correction of the X2 HO procedure with the SGW relocation
	ZTE
	23.401
	1944
	Rel-10
	LATE DOC: 

	8.4
	S2-110013
	CR
	23.401 CR1945: Correct the trigger of the Subscribed QoS Modification procedure during the HO procedure from legacy SGSN
	ZTE
	23.401
	1945
	Rel-10
	 

	8.4
	S2-110014
	CR
	23.401 CR1946: Clarify how to send DDN from SGW to MME
	ZTE
	23.401
	1946
	Rel-10
	 

	8.4
	S2-110015
	CR
	23.401 CR1947: Corrections to TAU procedure with Serving GW change
	ZTE
	23.401
	1947
	Rel-10
	 

	8.4
	S2-110016
	CR
	23.401 CR1948: Corrections to the figure in Annex F.
	ZTE
	23.401
	1948
	Rel-10
	 

	8.4
	S2-110017
	CR
	23.402 CR0962: S4-SGSN functions for PDN GW Selection Function for Non-3GPP Accesses for S2a and S2b
	ZTE
	23.402
	0962
	Rel-10
	 

	8.4
	S2-110023
	CR
	23.402 CR0963: PDN GW initiated Resource Allocation Deactivation
	Alcatel-Lucent
	23.402
	0963
	Rel-10
	 

	8.4
	S2-110024
	CR
	23.402 CR0964: Handovers between non-3GPP IP access with GTP on S2b and 3GPP Access
	Alcatel-Lucent
	23.402
	0964
	Rel-10
	 

	8.4
	S2-110027
	CR
	23.401 CR1952: Dedicated Bearer Act in ECM-Idle
	Hitachi, LG Electronics, KDDI
	23.401
	1952
	Rel-10
	 

	8.4
	S2-110028
	CR
	23.401 CR1953: Correction to the PDN GW initiated QoS update
	NEC
	23.401
	1953
	Rel-10
	 

	8.4
	S2-110031
	CR
	23.401 CR1792R2: New Modify Access Bearers procedure
	Alcatel-Lucent
	23.401
	1792
	Rel-10
	Revision of S2-105440

	8.4
	S2-110032
	CR
	23.401 CR1793R2: MABR procedure at inter-MME intra-SGW TAU procedure
	Alcatel-Lucent, LGE
	23.401
	1793
	Rel-10
	Revision of S2-105441

	8.4
	S2-110034
	CR
	23.402 CR0934R2: Correction on Inter-System Routing Policies for MAPCON
	Alcatel-Lucent
	23.402
	0934
	Rel-10
	Revision of S2-105443

	8.4
	S2-110035
	CR
	23.401 CR1789R2: Correction of eNB F-TEID storage in MME
	Alcatel-Lucent
	23.401
	1789
	Rel-10
	Revision of S2-105444

	8.4
	S2-110036
	CR
	23.401 CR1790R2: eNB addressing in inter-RAT mobility with GTPv1
	Alcatel-Lucent
	23.401
	1790
	Rel-10
	 

	8.4
	S2-110037
	CR
	23.401 CR1954: UE SRVCC capability notification to HSS
	Alcatel-Lucent
	23.401
	1954
	Rel-10
	 

	8.4
	S2-110038
	CR
	23.060 CR1316: UE SRVCC capability notification to HSS
	Alcatel-Lucent
	23.060
	1316
	Rel-10
	 

	8.4
	S2-110039
	CR
	23.237 CR0347: UE SRVCC capability support with ATCF enhancements
	Alcatel-Lucent
	23.237
	0347
	Rel-10
	 

	8.4
	S2-110040
	CR
	23.401 CR1955: NAS explicit signalling clarification
	Alcatel-Lucent
	23.401
	1955
	Rel-10
	 

	8.4
	S2-110041
	CR
	23.401 CR1956: Introduction of NAS explicit indication
	Alcatel-Lucent
	23.401
	1956
	Rel-10
	 

	8.4
	S2-110042
	CR
	23.002 CR0228R2: Correction on the protocol of S2b interface
	LG Electronics
	23.002
	0228
	Rel-10
	Revision of S2-105663

	8.4
	S2-110044
	CR
	23.401 CR1957: Clarification in RAU without SGW change procedure
	ZTE
	23.401
	1957
	Rel-10
	 

	8.4
	S2-110045
	CR
	23.060 CR1317: Correct the trigger of the Subscribed QoS Modification procedure
	ZTE
	23.060
	1317
	Rel-10
	 

	8.4
	S2-110049
	CR
	23.401 CR1958: Update X2 HO for HeNB mobility enhancement
	Samsung
	23.401
	1958
	Rel-10
	 

	8.4
	S2-110050
	CR
	23.221 CR0123R1: Removing reference to terminations from section 7.2a
	Samsung, Ericsson, ST-Ericsson
	23.221
	0123
	Rel-10
	Revision of S2-105729

	8.4
	S2-110052
	CR
	23.401 CR1910R1: Correction of wrong S1 message in Attach procedure
	LG Electronics
	23.401
	1910
	Rel-10
	Revision of S2-105638

	8.4
	S2-110053
	CR
	23.402 CR0958R1: Clarification on Inter-System Routing Policies - Alignment with Stage 3
	LG Electronics, Alcatel-Lucent
	23.402
	0958
	Rel-10
	Revision of S2-105637

	8.4
	S2-110054
	CR
	23.203 CR0463R2: Clarification of PCC support during IFOM
	InterDigital Communications
	23.203
	0463
	Rel-10
	Revision of S2-105730

	8.4
	S2-110059
	CR
	23.401 CR1885R1: Correction to the PDN GW initiated QoS update
	Ericsson, ST Ericsson
	23.401
	1885
	Rel-10
	Revision of S2-105446

	8.4
	S2-110060
	CR
	23.271 CR0389R1: Correction of Service Type assignments
	Ericsson, ST Ericsson
	23.271
	0389
	Rel-10
	Revision of S2-104781

	8.4
	S2-110072
	CR
	23.060 CR1239R2: Local address and IP address type in the TFT filter
	Ericsson, ST Ericsson
	23.060
	1239
	Rel-10
	Revision of S2-105458

	8.4
	S2-110073
	CR
	23.060 CR1238R2: Declaring support for extended TFT filter format
	Ericsson, ST-Ericsson
	23.060
	1238
	Rel-10
	Revision of S2-105459

	8.4
	S2-110074
	CR
	23.401 CR1810R2: Declaring support for extended TFT filter format
	Ericsson, ST Ericsson
	23.401
	1810
	Rel-10
	Revision of S2-105460

	8.4
	S2-110075
	CR
	23.402 CR0935R2: Declaring support for extended TFT filter format
	Ericsson, ST Ericsson
	23.402
	0935
	Rel-10
	Revision of S2-105461

	8.4
	S2-110076
	CR
	23.203 CR0462R2: Declaring support for extended TFT filter format
	Ericsson, ST Ericsson
	23.203
	0462
	Rel-10
	Revision of S2-105462

	8.4
	S2-110077
	CR
	23.060 CR1240R2: Uplink traffic mapping
	Ericsson, ST Ericsson
	23.060
	1240
	Rel-10
	Revision of S2-105463

	8.4
	S2-110078
	CR
	23.401 CR1811R2: Uplink traffic mapping
	Ericsson, ST Ericsson
	23.401
	1811
	Rel-10
	Revision of S2-105464

	8.4
	S2-110080
	CR
	23.251 CR0027: NITZ in connection with network sharing
	Ericsson, ST Ericsson
	23.251
	0027
	Rel-10
	 

	8.4
	S2-110083
	CR
	23.402 CR0965: Re-Capture Trusted non-3gpp access to 3gpp access MIPv4 FA CoA Handover
	Motorola Solutions, Samsung, LG Electronics
	23.402
	0965
	Rel-10
	 

	8.4
	S2-110085
	CR
	23.401 CR1965: Correction on MME overload condition
	KDDI
	23.401
	1965
	Rel-10
	 

	8.4
	S2-110089
	CR
	23.060 CR1318: Link MTU size consideration Annex
	Nokia Siemens Networks, Nokia
	23.060
	1318
	Rel-10
	 

	8.4
	S2-110090
	CR
	23.402 CR0966: Correction in handover to Untrusted Non-3GPP Access Network
	Nokia Siemens Networks, Nokia, NTT DOCOMO, Motorola Solutions
	23.402
	0966
	Rel-10
	 

	8.4
	S2-110101
	CR
	23.401 CR1972: Updating RFSP index
	CATT
	23.401
	1972
	Rel-10
	 

	8.4
	S2-110102
	CR
	23.401 CR1919R1: Correction of UE or MME requested PDN disconnection
	CATT
	23.401
	1919
	Rel-10
	Revision of S2-105702

	8.4
	S2-110107
	CR
	23.401 CR1973: Correction of ISR deactivation for PSHO
	Qualcomm Incorporated
	23.401
	1973
	Rel-10
	 

	8.4
	S2-110119
	CR
	23.401 CR1975: Delete Notify Messages in PGW-initiated Bearer Deactivation Procedure_401
	Huawei, Hisilicon
	23.401
	1975
	Rel-8
	 

	8.4
	S2-110120
	CR
	23.401 CR1976: Delete Notify Messages in PGW-initiated Bearer Deactivation Procedure_401
	Huawei, Hisilicon
	23.401
	1976
	Rel-9
	 

	8.4
	S2-110121
	CR
	23.401 CR1977: Delete Notify Messages in PGW-initiated Bearer Deactivation Procedure_401
	Huawei, Hisilicon
	23.401
	1977
	Rel-10
	 

	8.4
	S2-110122
	CR
	23.060 CR1329: Delete Notify Messages in PGW-initiated Bearer Deactivation Procedure_060
	Huawei, Hisilicon
	23.060
	1329
	Rel-8
	 

	8.4
	S2-110123
	CR
	23.060 CR1330: Delete Notify Messages in PGW-initiated Bearer Deactivation Procedure_060
	Huawei, Hisilicon
	23.060
	1330
	Rel-9
	 

	8.4
	S2-110124
	CR
	23.060 CR1331: Delete Notify Messages in PGW-initiated Bearer Deactivation Procedure_060
	Huawei, Hisilicon
	23.060
	1331
	Rel-10
	 

	8.4
	S2-110125
	CR
	23.272 CR0655: eMLPP paging with the ISR activated
	Huawei, Hisilicon
	23.272
	0655
	Rel-10
	 

	8.4
	S2-110126
	CR
	23.401 CR1978: Correction of S1 Release impact for LIPA
	Huawei, Hisilicon
	23.401
	1978
	Rel-10
	 

	8.4
	S2-110127
	CR
	23.060 CR1332: Iu Release impact for LIPA
	Huawei, Hisilicon
	23.060
	1332
	Rel-10
	 

	8.4
	S2-110135
	CR
	23.251 CR0028: LLC sequence number handling in redirection procedure
	Huawei, Hisilicon
	23.251
	0028
	Rel-10
	 

	8.4
	S2-110136
	CR
	23.402 CR0967: Correction to DSMIPv6 Handovers
	LG Electronics
	23.402
	0967
	Rel-10
	 

	8.4
	S2-110140
	CR
	23.401 CR1984: Improvement on T-ADSbased on pre-paging method
	NTT DOCOMO
	23.401
	1984
	Rel-10
	LATE DOC: Rx 14/01, 04:45

	8.4
	S2-110141
	CR
	23.060 CR1334: Improvement on T-ADSbased on pre-paging method
	NTT DOCOMO
	23.060
	1334
	Rel-10
	LATE DOC: Rx 14/01, 04:45

	8.4
	S2-110142
	CR
	23.221 CR0125: Video call domain selection
	NTT DOCOMO
	23.221
	0125
	Rel-10
	 

	8.4
	S2-110143
	CR
	23.292 CR0164: T-ADS aspect of IMS video over PS session supported indication for video call domain selection
	NTT DOCOMO
	23.292
	0164
	Rel-10
	 

	8.4
	S2-110144
	CR
	23.401 CR1985: IMS video over PS session supported indication for video call domain selection
	NTT DOCOMO
	23.401
	1985
	Rel-10
	 

	8.4
	S2-110145
	CR
	23.060 CR1335: IMS video over PS session supported indication for video call domain selection
	NTT DOCOMO
	23.060
	1335
	Rel-10
	 

	8.4
	S2-110146
	CR
	23.401 CR1986: IMSI Handling in the UE requested PDN connectivity procedure
	NEC
	23.401
	1986
	Rel-10
	 

	8.4
	S2-110147
	CR
	23.401 CR1987: IMSI Handlingin the allocation, renewal and release procedure of the IPv6 default prefix
	NEC
	23.401
	1987
	Rel-10
	 

	8.4
	S2-110149
	CR
	23.401 CR1989: Correction of TAU procedure with Serving GW change
	NEC
	23.401
	1989
	Rel-10
	 

	
	
	
	
	
	
	
	
	


