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1. Overall Description:

SA2 would like to thank CT1 for their LS on “SRVCC in alerting phase being a stand-alone feature” (S2-110043/C1-104906) and provide feedback on the question raised by CT1.
The question from CT1 was whether SRVCC of call in alerting phase is an independent feature or whether SRVCC of call in alerting phase is a sub-feature of the MSC server assisted mid-call feature.

SA2 sees the following use cases:

a) 
b) SRVCC for held/conference sessions .
c) SRVCC for call in alerting state. This can happen either when no ongoing session is used, or as an enhancement to a) where an ongoing call is in place 
d) (the ongoing call can be on hold and also be a conference call).
SA2 considers SRVCC of call in alerting phase and SRVCC for held/conference sessions (MSC assisted mid-call feature) as two separate features. SA2 kindly asks CT1 to design the protocol in a manner that these features can be implemented to cover all the above-listed use cases.
2. Actions:

To CT1 group.

ACTION: 
SA WG2 kindly asks to take the provided guidance above into account.
3. Date of Next TSG-SA WG2 Meetings:

TSG SA WG2 Meeting #84
21 – 25 February 2011

Salt Lake City (USA)
TSG SA WG2 Meeting #85
11 – 15 April 2011

Bratislava (SK).

