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1. Overall Description:

SA2 thanks CT4 for the LS (S2-110055/C4-103323) on Inter PLMN mobility procedure.
The use case discussed by CT4 is inter PLMN mobility for one operator using multiple PLMN IDs. In this use case the UE can change PLMN ID during e.g. a TAU/RAU procedure without the need for SGW relocation as the SGW is in the same operator network supporting multiple PLMN IDs. 

2. Answers:

SA2 would like to give the following answers to CT4s questions:

a. YES, it shall be possible to pass the Serving Network IE to the SGW/PGW using the procedures without SGW relocation, e.g. E-UTRAN Tracking Area Update without SGW Change in TS23.401, chapter 5.3.3.2. This is needed to support multiple PLMNs of a single operator i.e. the Serving Network IE needs to be sent to the S-GW/PDN GW if there is a PLMN change also if the SGW is not relocated. This is different to the shared network variant GWCN as in such deployment the operator-split is in the MME and each operator provides their own S-GW.
In the question a) it is also wrongly assumed that the UE can reselect another PLMN by the Service Request procedure which is not possible. 

b. Roaming is between operators and the roaming interface (S8) is per operator i.e. not necessarily per PLMN. The MME and SGW shall be in the same operator network and one operator can support multiple PLMN IDs, an exception is the GWCN where the MME is shared by multiple operators but each operator have its own S-GW/PDN-GW.
c. As it is specified in existing 3GPP TS 23.401 it updates PLMN (ID) changes during IRAT or inter MME mobility. Change of PLMN ID needs to be added as a trigger for informing the S-GW/PDN GW in 3GPP TS 23.401 from rel-10.
3. Actions:

To CT4 group.

ACTION: 
SA2 asks CT4 group to take the above answers into account.
3. Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #83 
21st – 25th February 2011
Salt Lake City, UTAH, US.

TSG-SA2 Meeting #84
11th – 15th April 2011
Bratislava, Slovakia.
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