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1. Overall Description
RAN3 would like to inform SA2 that RAN3 has taken into account the stage 2 CRs pack produced by SA WG2 on LIPA and is completing its work.
During this work, RAN3 has detected a potential problem for the support of LIPA on 3g HNB:

LIPA operation requires that the LIPA connection be deactivated at any outgoing handover of a 3g HNB operating a LIPA RAB and that the (source) SGSN will trigger this deactivation.

However one key RAN3 feature in release 10 is to improve the mobility between two 3g HNBs via an optimized UTRAN internal handover that does not involve the CN (SGSN). Since the CN is not aware of the relocation, the SGSN will not be able to trigger the deactivation as envisioned by SA2 at RANAP Relocation time.

RAN3 would like SA2 to take into account the above limitation and provide a solution of de-activating LIPA that does not rely on RANAP Relocation messaging.
2. Actions 
To SA2: RAN3 kindly ask SA2 to take into account the issue found by RAN3.  RAN3 kindly ask SA2 to also provide a solution of de-activating LIPA that does not rely on RANAP Relocation messaging.
3. Date of Next RAN3 Meetings:

RAN3#70
15th – 19th November 2010
Jacksonville, USA
RAN3#70bis
17th – 21st January 2011
Dublin, Ireland

