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Next change
4.3.2
MME

The CS fallback and/or SMS over SGs enabled MME supports the following additional functions:

-
Multiple PLMNs selection and reselection for the CS domain.

-
RAT selection and reselection for the CS domain.

-
Deriving a VLR number and LAI from the TAI of the current cell and based on the selected PLMN or the selected RAT for CS domain, or using a default VLR number and LAI. 
-
For CS fallback, generating a TAI list such that the UE has a low chance of "falling back" to a cell in a LA different to the derived LAI (e.g. the TAI list boundary should not cross the LA boundary).

NOTE:
Alignment of the TAI list boundary with a LA boundary can prevent the MME from making effective use of the "tracking area list" concept. To compensate for this, appropriate cell reselection hysteresis may need to be used within the E-UTRAN.

-
Maintaining of SGs association towards MSC/VLR for EPS/IMSI attached UE.

-
Initiating IMSI detach at EPS detach.

-
Initiating paging procedure specified in this document towards eNodeB when MSC pages the UE for CS services.

-
Supporting SMS procedures defined in this document.

-
Rejecting CS Fallback call request (e.g. due to O&M reasons)
An MME that supports CS Fallback uses the LAI and a hash value from the IMSI to determine the VLR number as defined in TS 23.236 [23] when multiple MSC/VLRs serve the same LAI. The same hash value/function is used by SGSN to determine the VLR number. An MME that supports SMS over SGs may use the same procedure as for CS Fallback.
If the network supports CSFB priority call handling, the MME supports the following additional functions:

-
For paging message received on the SGs interface with priority indication, the MME provides preferential treatment to this message and also the subsequent CS fallback procedure compared to other normal procedures. If UE needs to be paged, the MME sets priority indication on the paging request to eNB. The MME also sets priority indication, i.e. "CSFB High Priority", in S1AP message to the eNB, so that eNB can initiate the CSFB procedure with priority, as specified in TS 36.413 [35]. 

-
For a CSFB request from a service user, the MME determines that the CSFB request needs priority handling based on the MPS CS Priority stored in UE's EPS subscription. The MME provides preferential treatment to this request and also sets priority indication, i.e. "CSFB High Priority", in S1AP message to eNB to initiate CSFB procedure with priority, as specified in TS 36.413 [35].
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