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1 Discussion

One of the open issues is around whether there is a need to also support legacy MSC servers, in addition to MSC servers enhanced with rSRVCC functionality. 
Currently, the status in the TR are:
- 
Solution 3: Assumes that the MSC Server is enhanced for rSRVCC. This does not imply that all MSC Servers in a network must be upgraded to support rSRVCC. Solution 3 recommends that only the MSC Servers controlling location areas close to E-UTRAN/HSPA tracking / routing areas with VoIMS support would need to be upgraded, in a similar way as only some MSC Servers must support SRVCC. This assumption results in that the solution for registration and call establishment is quite straight forward (registration through the ATCF, and session setup over existing registration). 
-
Solution 5: Assumes that the MSC Server can be enhanced for rSRVCC, only enhanced with ICS, not enhanced at all, and ICS UE (Gm) is used. Solutions for all these different cases are provided, with quite different routing and impacts on signalling, impacting different part of the system. As no registration from the MSC Server is done through the ATCF in any of the cases, different mechanisms are used to try to force signalling through the ATCF. 

3 Proposal
With the above in mind, and also considering the main use cases for rSRVCC (see S2-11xxxx), the added complexity to support legacy MSC servers are not seen as justified.  It is therefore proposed to focus in Rel-11 on the case where the MSC Server that performs rSRVCC has also been enhanced with this functionality. 

It is proposed to discuss the above and do the following updates to the TR 23.885.
First Change
8.1
General 

… 

All MSC Servers in the area where rSRVCC is supported need to be enhanced.  
End of Changes
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