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1. Overall Description:

During 3GPP SA2 #83 meeting, a very simple solution for MSC Server getting the information of the current PS node serving the UE when performing reverse SRVCC from UTRAN/GERAN to E-UTRAN/HSPA is discussed that UE reports one of following information to RNC/BSS by using Measurement Report:

· RAI, P-TMSI, and P-TMSI signature if serving PS node is in UTRAN
· RAI and TLLI if serving PS node is in GERAN
· GUTI if serving PS node is in E-UTRAN
If RNC/BSS determines to trigger the reverse SRVCC from UTRAN/GERAN to E-UTRAN/HSPA, it forwards the information to MSC Server in the Handover/Relocation Required message.
It is currently discussed whether there’s other suitable RRC/RR message other than Measurement Report, and Whether it is possible to make an non-critical extention on the Measurement Report message for including those information. 

SA2 kindly ask RAN2 and GERAN2 to show the opinion of making an non-critical extention on the Measurement Report message.
2. Actions:

To RAN2 and GERAN2 groups.

ACTION: 
SA2 kindly asks RAN2 and GERAN2 to response to the LS to show the opinion of extending the Measurement Report message for including the information of current PS node serving the UE.
3. Date of Next SA2 Meetings:

SA2#85
16st – 20th May 2011

Xi’An, China
SA2#86
11th – 15th July 2011

Naantali, Finland

