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1. Overall Description:

CT4 had discussed attachment (C4-110530) on clarification about Router Advertisement (RA) sending for the case of PMIP based S5/S8 scenario. CT4 had reached the understanding that when the mobility procedure with MAG (SGW) change occurred, e.g. TAU with SGW change, the MAG shall send RA. CT4 understands that this behaviour is in line with the current stage2 specifications and RFC5213 (PMIPv6).
During the discussion, following consequence was identified;
For the both GTP and PMIP based S5/S8 scenarios, the RA is sent regardless of whether UE is active or idle. CT4 has realized that if the PGW (in case of S5/S8 GTP) or the SGW (in case of S5/S8 PMIP) sends RA for the idle mode UE, it results in MME performs the paging and forces the UE to become active mode and establishes S1 bearer in order for the UE to receive Router Advertisement.

Based on above CT4 discussion, CT4 assumed that this would generate extra paging for both PMIP based and GTP based S5/S8 cases. To clarify CT4 understanding, CT4 would like ask the following questions;
Q1) is it SA2 assumption that MAG always send RA when mobility procedure occurs with MAG change, e.g. TAU procedure with SGW change, for PMIP based S5/S8 case? 

Q2) does this extra paging, for both GTP and PMIP based S5/S8 scenarios, cause any concern?
2. Actions:

To SA2 group
ACTION: 
CT4 kindly asks SA2 to provide feedback on the above questions and make necessary clarification on relevant SA2 specifications if necessary. 
3. Date of Next CT4 Meetings:
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9th – 13th May 2011

Tallinn, Estonia 
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22nd – 26th August 2011
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