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Abstract of the contribution:

This contribution provides an alternative to Content Delivery Establishment Procedures, without the need for signalling to traverse the IMS core network (i.e. CSCFs). 
Discussion

Offline discussions have lead to various options of peer to tracker communication either traversing through the IMS core network, bypassing the IMS core network or a combination of both. The IETF PPSP WG is considering both SIP and non-SIP protocols for transporting peer/tracker query/responses. 

This contributions provides a non-SIP solution for peer list retrieval between a user peer and a tracker AS. The Ut interface may be one possible method for such communication. However, the Ut reference point specifically uses XCAP/HTTP as the protocol and thus is it FFS if such re-use of the Ut reference point is appropriate for user peer to tracker AS communication for the purposes of peer list retrieval. 
Proposal

It is recommended that the following information flow for peer list retrieval  without traversing the IMS core network is recorded in the TR 23.844.

Proposed changes

6.Y
Signalling between user peer and Tracker AS not traversing IMS core network

6.Y.1
Peer list retrieval

Figure 6.Y.1-1 shows how the IMS P2P CDS UE requests a peer list from the Tracker AS for the desired content. In this example, the signalling between IMS P2P CDS UE and Tracker AS does not traverse the IMS core network entities. 
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Figure 6.Y.1-1: Peer list retrieval
1.
After the user chooses a content, e.g. from a Web portal maintained by the IMS P2P CDS system, a Content ID is assigned. The IMS P2P CDS UE sends a request to the Tracker AS to obtain a list of peers from where the content segments are available. The Content ID is included in the peer list request.  
2
The Tracker AS calculates a Peer list and then sends it back to the IMS P2P CDS UE. 

3-4.
The IMS P2P CDS UE may request Peer list again in the case of e.g. some Peers become inaccessible. 
Editor’s Note:
The interface between the IMS P2P CDS UE and the Tracker AS is FFS. One option might be to re-use the Ut interface, however this is also dependent on if the signalling between IMS P2P CDS UE and Tracker AS is compatible with that defined for the Ut reference point.
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