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Abstract of document:

TR 23.839 studies the stage 2 system architecture impacts to support BBF Access Interworking with EPC when traffic is routed to EPC.  The study includes three building blocks. In each Building Block, the TR will describe what changes are expected to normative TSs..

The work is divided into three separate Building Blocks:

· Building block 1: BBF interworking with home routed traffic for WLAN and H(e)NB
· Building block 2: BBF interworking with offload in access network for WLAN and for H(e)NB
· Building block 3: BBF convergence and network based mobility
This document covers the system architecture impacts of Building Block 1 including basic connectivity using S2b and S2c, authentication and Policy and QoS interworking. 
Changes since last presentation to SA:

This is the first time the document is presented to TSG SA.  The BB1 is considered 80% (may change in SA2#85) complete and a new TS 23.xxx has been started to document normative aspects from BB1.

Outstanding Issues:

The following are the open issues in the current version of the Technical Report (this status will be updated based SA2#85 progress):
1) Details on the HNB interworking procedures for CS calls: 

a) Selection of preferred alternative for establishment/termination of S15 and S9* session.
b) QoS information sent over S15 interface.
2) Details on QoS interworking for HeNB

a) Decision on whether to use of reflective QoS for HeNB

b) Decision on whether CSG membership is used as input for admission control request 

3) Details on HNB interworking for PS calls. 

a) Selection of preferred method to transfer HNB local IP address to the PCRF.
Contentious Issues:

No contentious issues were identified so far.
Change history of this document:
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