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	Reason for change:
(

	It is currently unclear how to establish a PDP context for DL IP flows only. Given that the UE could send UL packet filters in a PDP context with a TFT not containing UL filters, an packet filter that disallows the use of a TFF for UL is needed. 
This contribution proposes than an exlicit “match-non” filter, which indicates transmission of packets in a particular direction are disallowed, is defined. For backward compatibility the UE shall indicate support of the match-non filter in the PCO.

	
	

	Summary of change:
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	Introduce notion of “match-non” packet filter.

UE shall indicate support of the “match-non” filter in PCO.
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	No standard means to support unidirectional PDP context.
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* * * First Change * * * *
15.3.1
Rules for Operations on TFTs

The MS and GGSN shall use the TFT and packet filter identifiers in each operation for handling of the TFTs and packet filters.

When the MS or GGSN creates a new TFT, or modifies an existing TFT, it has to include at least one valid packet filter. If no valid packet filter is included in the newly created or modified TFT, the procedure used for the creation or modification of the TFT shall fail, and an error code shall be returned to the MS or GGSN respectively.

During the modification of a TFT, one or more existing packet filters can be modified or deleted, or a new packet filter can be created. In order to modify an existing packet filter, the new values for the packet filter attributes along with the packet filter identifier is sent from the MS to the GGSN , or from the GGSN to the MS. The MS may also modify the evaluation precedence index only of one or several packet filters by means of the MS-Initiated PDP Context Modification procedure. The GGSN may also modify the evaluation precedence index only of one or several packet filters by means of the GGSN-Initiated PDP Context Modification procedure.

A TFT is deleted when the associated PDP context is deactivated. A TFT can also be deleted by means of the MS-Initiated PDP Context Modification procedure. At any time there may exist only one PDP context with no associated TFT amongst all the PDP contexts associated with one PDP address. An attempt by the MS to delete a TFT, which would violate this rule, shall be rejected by the GGSN.
If a PDP context is to be used for services having downlink IP flows only, then the GGSN shall provide a "match-non" uplink packet filter in the corresponding TFT that indicates uplink packet flows are disallowed, provided the UE has indicated support for "match-non" filter. The UE shall indicate support for "match-non" filter in the PCO.
* * * End Changes * * * *
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