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Abstract of the contribution: Proposes to move requirements for MTC group identifier as separate Key issue.  
Discussion:
Currently key issue - MTC identifier in TR 23.888 contains following requirement for MTC group. 
· MTC Group shall be identified uniquely across 3GPP networks.
For SIMTC Rel-11 SA asked SA2 to focus on 3 building blocks (S2-111331/SP-110218). Based on this MTC group is outside the scope of Rel-11 work. Therefore it is proposed to remove this requirement and associated text from clause 5.13 of TR 23.888. This can be captured as separate Key issue as a placeholder for future work. 

Proposal

It is proposed to update the TR 23.888 v1.2.0 as below.
First Change

5.13
Key Issue - MTC Identifiers

5.13.1
Use Case Description

The amount of MTC Devices is expected to become 2 orders of magnitude higher than the amount of devices for human to human communication scenarios. This has to be taken into account for IMSI, IMEI and MSISDN. Regulatory bodies indicate shortages of IMSIs and MSISDNs.

The MTC Feature PS Only in 22.368 includes a requirement that PS Only subscriptions shall be possible without an MSISDN. In principle an MSISDN is not used in any of the PS based signalling procedures. However, it will have to be assured that all PS procedures indeed work and subscriptions can be uniquely identified without providing an MSISDN. Furthermore, 22.368 specifies that remote MTC Device configuration shall be supported for PS only subscriptions without an MSDISDN assigned. Current remote MTC Device configuration solutions (i.e. Device Management and Over-the-Air configuration) are based on SMS, which assumes the use of MSISDNs. So a solution to support remote MTC Device configuration that does not require the use of MSISDNs is needed.


5.13.2
Required Functionality

-
It shall be possible to uniquely identify the ME.

NOTE 1:
This requirement relates to the ME which is generally identified by the IMEI.

-
It shall be possible to uniquely identify the MTC Subscription

NOTE 2:
The two requirements above also apply to human-to-human communications. However, for Machine-Type Communication identifiers will have to be able to cater for a number of identifiers up to two orders of magnitude higher than for human-to-human communications.

-
A network operator shall be able to provide PS only subscription without the need to assigning an unique MSISDN per device or subscription.

-
If no (unique or common) MSISDN is assigned to a PS only subscription, the IMSI shall be used as charging identifier.

-
Remote MTC Device configuration shall still be supported for subscriptions without an MSISDN.

NOTE 3:
Current remote MTC Device configuration solutions (i.e. Device Management and Over-the-Air configuration) are based on SMS, which assumes the use of MSISDNs.
-
If a solution is selected that allows the IMSI to be used on the external interface to the MTC Server, security measures shall be applied on the external interfaces to avoid eavesdropping of the device identifier.


5.13.3
Evaluation

Next Change

5.XX
Key Issue - MTC Group Identifiers

5.XX.1
Use Case Description

An MTC Group is a group of MTC Devices that share one or more Group Based MTC Features and which belong to the same MTC Subscriber. A so-called MTC Group identifier uniquely identifies such a group across 3GPP networks.
5.XX.2
Required Functionality

-
MTC Group shall be identified uniquely across 3GPP networks.

5.XX.3
Evaluation

End of Changes
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