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5.7.8
(AST#4) Termination at Application Server based on service logic
The methods defined in subclause 5.7.5 and 5.7.7 do not involve S-CSCF(only I-CSCF), compared to the methods defined in subclause 5.7.6 and 5.7.8, which require the usage of both I-CSCF and S-CSCF.

In TS 23.237, the routeing of a SIP request with the SCC AS’s PSI, including the access trasfer request or session originating request to SCC AS from an MSC Server, follows the above methods. If the MSC Server involved in the procedures above does not support the functionality of ICS, which means it will not performs IMS registration on behalf of an ICS UE, or in SRVCC scenarios MSC Server enhanced for ICS may perform the IMS registration after it initiates the transfer request to the SCC AS, the SIP request routed to SCC AS may not pass the S-CSCF if the routeing method defined in subclause 5.7.5 and 5.7.7 applies.
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* * * Start of 1st Change * * * 

6.3.2.1.4
PS – CS Access Transfer: PS to CS – Single Radio
Figure 6.3.2.1.4-1 PS-CS: PS to CS – Single Radio, provides an information flow for Access Transfer of media flow(s) of an IMS session in PS to CS direction for Access Transfers within 3GPP access networks as specified in TS 23.216 [10].

The flow requires that the user is active in an IMS originating or terminating session; procedures and capabilities specified in TS 23.216 [10], clause 6.2.1 are used for the switching of access networks at the transport layer.

NOTE 1:
See TS 23.216 [10] for initiation of handover of only one voice PS bearer at EPC.

NOTE 2:
The UE capable of procedures as specified in TS 23.216 [10] does not need to support session and access transfer procedures as specified in clauses 6.3.2.1.1 and 6.3.2.3 to support PS to CS Access Transfer.
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Figure 6.3.2.1.4-1: PS-CS: PS to CS – Single Radio

1.
Procedures specified in TS 23.216 [10], clause 6.2.2.1 result in an INVITE to be sent with an STN-SR indicating use of SRVCC procedures for Access Transfer to CS access. The MSC Server enhanced for SRVCC includes the C‑MSISDN as calling party number.
2.
Standard procedures are used at I/S-CSCF for routing of the INVITE to the SCC AS.

3.
The SCC AS uses the STN-SR to determine that Access Transfer using SRVCC is requested. The SCC AS may retrieve the C‑MSISDN from the HSS. The SCC AS is able to identify the correct anchored session. The SCC AS proceeds with the Access Transfer of the active session with bi-directional speech for the UE by updating the Remote Leg with the media description and other information using the Remote Leg Update procedure as specified in clause 6.3.1.5.

NOTE 3:
Please refer to clause 4.3.1.2.2 for the behaviour of the SCC AS when the SCC AS finds multiple active 
sessions with bi-directional speech anchored for the UE.

4a.
If the Gm reference point is retained upon PS handover procedure then

4a-1.
The UE sends a Re-INVITE via the PS access to update the remaining non-voice media flow(s) associated with the recently added active session. If the UE is using ICS capabilities, this Re-INVITE also adds Gm service control to the active session and the UE subsequently sends Re-INVITEs for any remaining inactive bi-directional speech sessions that are to be transferred.
4a-2.
Standard procedures are used at S-CSCF for routing of the Re-INVITE(s) to the SCC AS.

4a-3.
The SCC AS processes the Re-INVITE(s) and updates the Remote Leg if needed.

4b.
If the Gm reference point is not retained upon PS handover procedure, or if there was no other non-voice media flow(s) in the IMS session than the voice which was transferred to the target access, then the Source Access Leg is released as specified in clause 6.3.1.6.

NOTE 4:
Some or all of the steps between steps 3 and 4b may consist of a sequence of messages, some of which may occur in parallel.

* * * Start of 2nd Change * * * 

6.3.2.3.1
PS - PS in conjunction with PS - CS Access Transfer: PS to CS for UEs not using ICS capabilities
It is required that the UE has a single ongoing IMS session containing speech and other media with the remote end. After the Access Transfer, the two sessions are treated as independent sessions on the transferring-in Access Legs for mid-call service (e.g. hold of PS or CS media).


[image: image2.emf]I/S-CSCF CS/IMS intermediate 

nodes

SCC AS

4.  Remote Leg 

Update

6.  INVITE (STI,  SDP media)

2.  INVITE (STN or IMRN,  SDP 

speech)

UE

PS CS

1.  cs call setup (STN)

3.  INVITE  (STN or IMRN,  SDP 

speech)

7.  INVITE  (STI,  SDP media)

IMS session IMS session

10.  Source Access 

Leg Release

9.  Complete session setup

8.  Remote Leg 

Update

5.  Complete cs call setup

 


Figure 6.3.2.3.1-1: PS-PS in conjunction with PS-CS Access Transfer: PS to CS
1.
When the UE determines a need for Access Transfer, the UE attaches to CS (if not already attached). It subsequently initiates the PS–CS Access Transfer by sending a CS call setup including the STN to establish the Access Leg via the CS access. A static STN preconfigured to the UE is used.

2.
An INVITE is routed to the I/S-CSCF.

3.
An INVITE is routed to the SCC AS.

4.
The SCC AS performs the Remote Leg update by using procedures defined in clause 6.3.1.5. The SCC AS updates the speech media in the session towards the Remote Leg.

5.
The SCC AS completes the session setup towards UE according to procedures defined in TS 23.228 [4].

6.
The UE initiates registration with IMS via the new PS access (if not already registered) as specified in clause 6.1. It subsequently initiates the PS–PS Access Transfer by sending an INVITE including the SDP for the non speech media flow(s) and STI to establish the Access Leg via the PS access. A dynamic STI allocated at the time of IMS session creation is used.

7.
An INVITE is routed to the SCC AS.

8.
The SCC AS identifies the session to be transferred using the STI. The SCC AS performs the Remote Leg update by using procedures defined in clause 6.3.1.5. The SCC AS updates the non speech media flow(s) in the session towards the Remote Leg.

9.
The SCC AS completes the session setup towards UE according to procedures defined in TS 23.228 [4].

10.
Source Access Leg Release is performed according to the procedures defined in clause 6.3.1.6.

NOTE:
Steps 1-5 can be performed in reversed order with steps 6‑8.

* * * End of Changes * * * 
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