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Abstract of the contribution: This contribution proposes to rely on existing TS 23.167 procedures regarding the PSAP selection and proposes appropriate text for section 7.2.
1. Discussion

This contribution is written because of the concern that the activity for NetLoc may not result to any normative solution within Rel-11 specifications, which may force vendors to provide proprietary for their customers.

We believe that it would now be helpful to focus the NetLoc activity a little bit more and shift specific aspects towards beyond Rel-11. Our recommendation is therefore to move the IMS Emergency Call aspects towards a later release and continue using existing mechanisms for PSAP section and emergency call routing.
Summary of reasons why emergency aspects should be shifted beyond Rel-11: 
· There exist existing mechanisms for PSAP selection and IMS Emergency Call Routing as defined in 23.167, i.e. there is no urgent need to specify additional mechanisms.
· At least for charging aspects solutions are needed in Rel-11. In order save at least this target some work needs to be anyhow shifted towards a later release.
· The emergency call handling has many different requirements and aspects compared to “normal” calls”, like subscription less or non authenticated call support, visited IMS routing or very short call setup times. Those differences will most probably require a separate solution special only for emergency calls.
· After discussions with other delegates and received comments in the meeting we got the impression that the urgency to develop a solution for emergency is lower than e.g. for charging.
2. Proposal

****************Start of Change ************
7.2
Specification work recommendation

It is recommended to rely on existing mechanisms as defined by TS 23.167 for PSAP selection and E-CSCF shall use that information for routing IMS emergency calls properly.
*****************End of Change ****************
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