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Abstract of the contribution: This contribution proposes procedures HNB CS services considering roaming scenario.
Discussion

This contribution includes the HNB CS procedures as defined in TR 23.139.

Proposal
Include the text below in TS 23.139.
* * * Start of Change * * * 

9.x
3GPP HNB procedure – CS support 

The CS service is provided by the serving network. Therefore, in the roaming case the HNB GW is connected to the V-PCRF and the V-PCRF connects to the BPCF via the S9* interface.
9.x.1
S15 session establishment at HNB registration
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Figure 9.x.1-1 S15 Session Establishment 
1)
When the HNB powers on, it receives a local IP address from the BBF Access Network. HNB Local IP address assignment by BBF is out of 3GPP scope.

2)
The HNB establish IPSec tunnel with SeGW as defined in TS 33.320.

3)
The HNB initiates the Registration to HNB GW including HNB IP address and HNB local IP address per TS 25.467.

4)
The HNB GW initiates the establishment of the S15 session with the v/PCRF and sends the including information about the HNB such as, HNB local IP address and/or the FQDN of Fixed Broadband network where  the HNB connects to.

5)
The PCRF responds to the S15 session establishment request.

6)
The PCRF initiates the Gateway Control session Establishment to establish S9* session and sends the HNB local IP to the BPCF per TS 23.203, Annex H.

9.x.2 
S15 session modification 

This procedures is executes when the first UE or a subsequestnt UE connected to a  HNB requests a CS call.
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Figure 9.x.2-1 S15 session modification

NOTE:
This flow does not include all the steps associated with CS call setup.

1)
The UE initiates call setup to the MSC using a SETUP message.

2)
The MSC sends a RAB Assignment Request message towards the HNB.

3)
The HNB GW intercepts the RAB assignment message and sends the S15 session modification message to the PCRF that includes the QoS information derived from the RAB message.

3)
In parallel to step 7, the HNB GW initiates the  S15 session modification the v/PCRF. The session modification message includes theHNB local IP@ , QoS information derived from the RAB message

4)
The PCRF initiate the GW Control and & QoS Rules Provisioning procedure as per TS 23.203, Annex H.
5)
The PCRF responds with the outcome of the authorisation request .If no resources are available then the HNB GW rejects the RAB assignment and initiates the "RAB assignment failure" procedure.

6)
The HNB GW sends the RAB assignment message to the HNB.

7)
The remainder of the call setup procedure completes
9.x.3 
S15 session termination
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Figure 5.10.1.1.3: S15 session Release

1)
The HNB GW initiates/receives a Deregistration request for the HNB per TS 25.467
2)
The HNB GW requests S15 session termination to the PCRF.

3)
The PCRF initiataes the GW control session termination over S9* session toward the  BPCF per TS 23.203, Annex H.
4)
The PCRF acknowledge the request for termination of S15 session

* * * End of Change * * * 
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2.  Session Termination
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5. Session Modification Response







6. RAB Assignment Request
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