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Abstract of the contribution: This contribution is an edited resubmission of S2-112577. It clarifies the scenarios when no matching criteria exist in OPIIS rules.
1. DISCUSSION

Before Rel-11, UEs were selecting APNs based on internal rules, such as "use this configured APN by default for all applications unless otherwise configured", "use this configured APN for this application", etc.

In the objectives of the OPIIS work item, it was clarified that:

The outcome of this WID shall not obsolete the current methods used in UEs that e.g. bind applications to specific PDN connections (i.e. APNs), and shall not prevent current methods from overriding the operator policies defined in this work item.

This means that when a set of rules for OPIIS does not match any criteria to an IP flow, the default rule already existing in the UE should take place.

Moreover, the operator should not expect that the OPIIS rules are supported or followed by the UE ("shall not prevent current methods from overriding the operator policies defined in this work item"). It should be clarified that these rules are optional in the UE.
2. PROPOSAL

FIRST CHANGE

4.2
Architectural requirements


-
The solution for IP interface selection should minimize the conflict with the Inter-System Routing Policies (ISRPs) specified in Rel-10.

-
The solution shall allow the UE to override the rules for OPIIS for traffic that is explicitly bound to a local IP address of the UE and/or an APN, or due to user preferences.
END OF CHANGES
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