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And the scenario for suspend trigger due to CS fallback is also missed.
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2) Clarify the suspend and resume handling for S4-SGSN referring to 23.272.
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**** Begin of Change ****
16.2.1
Suspension of GPRS Services

The MS shall request the network for suspension of GPRS services when the MS or the network limitations make it unable to communicate on GPRS channels in one or more of the following scenarios:

1
When a GPRS-attached MS enters dedicated mode and the support of Class A mode of operation is not possible (e.g. the MS only supports DTM (see TS 43.064 [11]) and the network only supports independent CS and PS).

2
During CS connection, the MS performs handover from Iu mode to A/Gb mode, and the MS or the network limitations make it unable to support CS/PS mode of operation, e.g. an MS in CS/PS mode of operation in Iu mode during a CS connection reverts to class‑B mode of operation in A/Gb mode.

3
When an MS in class A mode of operation is handed over to a cell where the support of Class A mode of operation is not possible (e.g. a DTM mobile station entering a cell not supporting DTM).
4
After inter system change from S1 mode to A/Gb mode when CS connection is to be established, the MS or the network limitations make it unable to support CS/PS mode of operation, e.g. either the MS or the camped cell does not support DTM.
16.2.1.1
Suspend and Resume procedure (A/Gb mode)
In the following procedures, when a suspended MS is resumed, the MS should either deactivate the PDP context of streaming or conversational traffic class, or the MS should modify the PDP context of streaming or conversational traffic class to reset the maximum bit rate to a proper value (see clause "RNC/BSS-Initiated PDP Context Modification Procedure").
In case of SGSN using S4, the (old) SGSN communicates with S-GW and P-GW during the suspend and resume procedure as specified in TS 23.272 [93], in addition to follow the suspend and resume handling as below.
**** End of Change ****
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