
SA WG2 Meeting #86
(
S2-113124
11 - 15 July 2011, Naantali, Finland
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	23.203
	CR
	0560
	(

rev
	-
	(

Current version:
	11.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Alignments with Gx reference point

	
	

	Source to WG:
(

	SA2

	Source to TSG:
(

	 Huawei, Hisilicon

	
	

	Work item code:
(

	SAES
	
	Date: (

	23/06/2011

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	R11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The IP-CAN specific parameter reporting mechanism is wrong when Gxx is used. If the Gxx is used, the IP-CAN specific parameter is delivery via BBERF->PCRF->PCEF.

	
	

	Summary of change:
(

	Correct the Gx reference point description and delete the wrong routing (from PCEF to PCRF) in the Gxx case.

	
	

	Consequences if 
(

not approved:
	Wrong mechnisiam and can lead wrong conclusion in both stage 2 and stage 3.

	
	

	Clauses affected:
(

	5.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	


*** 1st change ***
5.2.2
Gx reference point

The Gx reference point resides between the PCEF and the PCRF.

The Gx reference point enables a PCRF to have dynamic control over the PCC behaviour at a PCEF.

The Gx reference point enables the signalling of PCC decision, which governs the PCC behaviour, and it supports the following functions:

-
Request for PCC decision from PCEF to PCRF;

-
Provision of IP flow mobility routing information from PCEF to PCRF; this applies only when IP flow mobility as defined in TS 23.261 [23] is supported;

-
Provision of PCC decision from PCRF to PCEF;

-
Reporting of the start and the stop of a detected applications and transfer of service data flow descriptions for detected applications, if available, from the PCEF to the PCRF;

-
Delivery of IP‑CAN-specific parameters from PCRF to PCEF; this applies only when Gxx is deployed.

-
Negotiation of IP‑CAN bearer establishment mode (UE-only or UE/NW);

-
Termination of Gx session (corresponding to an IP‑CAN session) by PCEF or PCRF.

NOTE:
The PCRF decision to termination an Gx session is based on operator policies. It should only occur in rare situations (e.g. the removal of a UE subscription) to avoid service interruption due to the termination of the IP‑CAN session.

A PCC decision consists of zero or more PCC rule(s) and IP‑CAN attributes. The information contained in a PCC rule is defined in clause 6.3.
*** End of changes ***
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