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Abstract of the contribution:
This contribution proposes removal of the ePDG from the MTC architectural reference model
Discussion

The Architectural Reference Model for MTC shows ePDG at the same level as the GGSN/PGW.

As described and shown in the 23.402 architectural diagrams the ePDG performs routing of  packets from/to the PDN GW. 
As a consequence the ePDG is removed from the MTC architectural model.  
Proposal
The following changes are proposed to TR 23.888 v1.4.0
* * * Begin First Change * * * *

4.3
Architectural Reference Model for MTC
The end-to-end application, between the UE used for Machine Type Communication (MTC) and the MTC Application, uses services provided by the 3GPP system, and optionally services provided by an MTC Server. The 3GPP system provides transport and communication services (including 3GPP bearer services, IMS and SMS) including various optimizations that can facilitate MTC.

Figure 4.3-1 shows a UE used for MTC connecting to the 3GPP network (UTRAN, E-UTRAN, GERAN, I-WLAN, etc) via the Um/Uu/LTE-Uu interface. The architecture covers the various architectural models described in Section 4.2.

-
Direct Model - Direct Communication provided by the 3GPP Operator: The MTC Application connects directly to the operator network without the use of any MTC Server;

-
Indirect Model – MTC Service Provider controlled communication: The MTC Server is an entity outside of the operator domain. The MTCi, MTCsp and MTCsms are external interfaces (i.e. to a third party M2M service provider);

-
Indirect Model – 3GPP Operator controlled communication: The MTC Server is an entity inside the operator domain. The MTCi, MTCsp and MTCsms are internal to the PLMN;

-
Hybrid Model: The direct and indirect models are used simultaneously in the hybrid model e.g. connecting the user plane using the direct model and doing control plane signalling using the indirect model.

Editor’s Note: Considerations for hybrid scenarios and for security and scalability for the direct model is FFS.




Figure 4.3-1: 3GPP Architecture for Machine-Type Communication
The ‘MTC Application’ entities and the reference point API in the figure are outside of 3GPP scope. They are solely used as abstracts to show the end-to-end view for MTC and simplify mapping to MTC specifications of other standardization organizations. The MTC Application can be collocated with the MTC Server.
The MTC Server is an entity which connects to the 3GPP network to communicate with UEs used for MTC and nodes in the PLMN.
The 3GPP Architecture supports roaming scenarios in which the UE used for MTC obtains service by means of Um/Uu/LTE-Uu in a VPLMN.

Editor’s Note: The roaming architecture is FFS.

* * * End Changes * * * *
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