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Abstract of the contribution: The paper proposes NPLI fetching by P-CSCF (using EPC/PCC framework) when NPLI is needed in initial INVITE by subsequent IMS entities. 
1. Introduction and Discussion

TR 23.842 section 6.4 describes an alternative when the EPC/PCC framework is used to retrieve the NPLI. 

So far the description in section 6.4 does not provide a solution when the NPLI needs to be available in initial INVITE for sub-sequent IMS nodes for potential call routing.

This paper intends to enhance the EPC/PCC framework approach by adding text which shows how the P-CSCF can fetch the NPLI and is able to propagate it within the initial INVITE. 
It is proposed to add the procedure below to TR 23.842.
2. Proposal
****************Start of Change ************
6.4.1a 
NPLI Fetch by P-CSCF at session establishment
The following procedure describes the NPLI fetch when P-CSCF receives the initial INVITE and NPLI is required by subsequent IMS entities for their processing of the INVITE (e.g. for routing purposes). In this case the P-CSCF sends an on demand request to PCRF for NPLI retrieval.

To get the NPLI, the P-CSCF sends Provide Service Info message to the PCRF including NPLI Request indication. The bearer update procedure is reused to carry such NPLI Request Indication and bring back the NPLI to P-CSCF.

The figure below shows the NPLI retrieval when P-CSCF receives the initial INVITE and NPLI is required by subsequent IMS nodes.

[image: image1]
Figure 6.4.1a-1 NPLI fetch by P-CSCF at session establishment
1. The P-CSCF receives initial INVITE message.
2. The P-CSCF decides that the NPLI is needed before forwarding the INVITE message. The P-CSCF sends a NPLI Request indication to the PCRF.
Steps for PMIP-based S5/S8 only (A-1 to A-4):

PCRF initiates the gateway control and QoS rules provision procedure. PCRF requests the NPLI from S-GW and S-GW forwards the request to the MME. Based on operator configuration, MME may interact with the eNodeB, otherwise MME replies with the NPLI already stored in MME.
3. The PCRF sends NPLI Request indication to the P-GW.
Steps for GTP-based S5/S8 only (B-1 to B-5):
P-GW initiates the update bearer request procedure for requesting the NPLI, and P-GW forwards this request to the MME via S-GW. Based on operator configuration, MME may interact with the eNodeB, otherwise MME replies with the NPLI already stored in MME. The P-GW reports the NPLI to the PCRF.
4. The PCRF notifies the P-CSCF of the NPLI retrieval.

5. P-CSCF acknowledges to the PCRF.

6. P-CSCF forwards the SIP INVITE message carrying the NPLI. The procedure continues with the normal IMS session establishment.
*****************End of Change ****************
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