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7
Building Block III

Editor's Note:
This clause will contain the material related to Building Block III.

7.1
Architecture

Editor's Note: This subclause will identify the architectural requirements and assumptions as well as architecture common convergent network for building block III..

7.1.1
Architectural requirements and assumptions for building block III

7.1.2
Architecture for building block III convergence with BBF via WLAN access connection

Editor's Note: This subclause will describe the reference architecture for WLAN in convergent network
Editor's Note: It is FFS whether this section will include for trusted WLAN a single architecture for convergent scenario 
7.1.3 Architecture for building block III convergence with BBF 3GPP H(e)NB
Editor's Note: This subclause will describe the reference architecture for 3GPP H(e)NB in convergent network
7.2 Convergent Policy and QoS
Editor's Note: This subclause will identify the requirements and assumptions for convergent Policy and QoS for WLAN and 3GPP H(e)NB for Home routed and LBO traffic and for NS-WLAN offload traffic
7.3 Procedures for WLAN
Editor's Note: This subclause will identify the procedures for offloaded traffic when the UE attaches via WLAN.
7.3.1 Functional Description and Procedures for Fixed Broadband Access network over unstrusted S2b
Editor's Note: This subclause will identify the procedures for offloaded traffic when the UE attaches via WLAN with untrusted s2b.

7.3.2 Functional Description and Procedures for Fixed Broadband Access network over trusted S2c
Editor's Note: This subclause will identify the procedures for offloaded traffic when the UE attaches via WLAN with trusted s2c.

7.3.3 Functional Description and Procedures for Fixed Broadband Access network over unstrusted S2c
Editor's Note: This subclause will identify the procedures for offloaded traffic when the UE attaches via WLAN with untrusted s2c.

7.3.4 Functional Description and Procedures for Non-seamless WLAN offload
Editor's Note: This subclause will identify the procedures for Non-seamless WLAN offloaded traffic 

7.4 Procedures 3GPP H(e)NB
Editor's Note: This subclause will identify the procedures for offloaded traffic when the UE attaches via 3GPP H(e)NB.

* * * end of 1st Change * * *  
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