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1. Discussion

This document reports the results of discussion at BBAI Pre-processing session 
1.1 Pre-Processing outcome
Within the scope of this release the following scenario are considered:
· WLAN s2b, UE connects to WLAN/BBF with traffic routed to ePDG/PDN GW
· WLAN s2c, UE connects to WLAN/BBF with traffic routed to PDN GW via s2c

· WLAN s2c (untrusted ), UE connects to WLAN/BBF with traffic routed to PDN GW via ePDG and s2c

· NS-WLAN Offload, UE connects to WLAN/BBF with traffic routed directly from BNG

· Femto 3GPP routed, H(e)NB  connected to WLAN/BBF with traffic routed to PDN GW. This scenario will be considered in this release as lower priority than WLAN. 
NOTE: It may or may not be included based on the progress of work
The following scenario for QoS will be considered in this Release 
· Dynamic QoS for 3GPP UE and Default-QoS (as defined in WT-134) per fixed line via PCRF. This scenario is considered with higher priority
Note: to be check with BBF whatever will be the text and decision take in future

· Dynamic QoS per fixed line (QoS changes during the session) and dynamic QoS for 3GPP UE

For this Release only the access line is considered within the scope, while the policy and enforcement and charging for the single fixed device connected to behind the RG is not considered in this release. 
Architecture assumption

· PCRF is connected directly to the BNG

· BNG is a policy enforcement point for QoS
The Line identity is defined in 3GPP 29.212 and in WT-134 (BBF specification) a  consolidation of the definiton is FFS. This assumption shall be checked with BBF at the WS
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