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	Specify that UE locally releases the PDP context or EPS context that was used for voice after SRVCC to 2/3G is performed.
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First Change
5.3.4
UE enhanced for SRVCC

5.3.4.1
Interworking with 3GPP2 1xCS

If the UE supports 3GPP2 1xCS access, the 1xCS SRVCC UE is a UE that is capable to perform SRVCC to the 3GPP2 1xCS system. The interaction between UE and E-UTRAN is described in TR 36.938 [7]. The interaction with the 3GPP2 1xCS system is described in this specification.
Upon successful completion of the handover to 1xCS system, UE shall locally release the EPS context that was used for carrying the voice bearer in E-UTRAN.
5.3.4.2
Interworking with 3GPP UTRAN/GERAN

3GPP SRVCC UE is needed to perform SRVCC (see clause 3.1 for 3GPP SRVCC UE definition). The interaction between UE and E-UTRAN is described in TS 36.300 [16] and between UE and UTRAN (HSPA) is described in TS 25.331 [19].

The SRVCC UE indicates to the network that the UE is SRVCC capable when being configured for using IMS speech service supported by the home operator, e.g. the IMS Multimedia Telephony Service for bi-directional speech as described in TS 22.173 [26] and the operator policy on the SRVCC UE as specified in TS 23.237 [14] does not restrict the session transfer.
Upon successful completion of the handover to UTRAN/GERAN, UE shall locally release the PDP context or EPS context that was used for carrying the voice bearer in E-UTRAN/UTRAN(HSPA). 
End of Change
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