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1. Overall Description:

SA2 would like to thank GERAN for their reply LS on FULL-MOCN-GERAN (GP-111484). 
As requested by GERAN, SA2 would like to clarify below the scenarios behind the original question from SA2: “Aspect 1: It is SA2 understanding that in order to support handover (e.g. to other RATs), the BSC shall indicate the correct PLMN id to the MS in any dedicated signalling messages sent to the MS. Could GERAN2 and CT1 confirm SA2 understanding?”

When a UE is in a MOCN GERAN cell, the UE should be aware of the PLMN that has been selected for the UE in that cell, prior to or at any handover to GERAN/UTRAN/E-UTRAN. This covers several scenarios that depend on the type of RAN the UE initially establishes the PS domain session, and on the type of target RAN. 
In particular SA2 would like to point out the specific scenario in which the UE is registered in a PLMN and has a PS domain session, and is subject to a first handover to a MOCN GERAN network (perhaps with another PLMN), and further subject to a subsequent handover to a GERAN, UTRAN or E-UTRAN network. 
· When the target network is GERAN, the intermediate MOCN GERAN needs to provide the UE with the PLMN-id that has been selected for the UE at first handover to the MOCN GERAN before the subsequent handover to a GERAN network; this will indicate the UE whether the PLMN has changed and thus if registration (RAU or TAU) in the target system is required. SA2 understanding is that PACKET NEIGHBOUR CELL DATA message is used for that purpose.
· When the target network is UTRAN, it is SA2 understanding that the UE is mandated to initiate a RAU procedure after the handover according to TS 43.129 clause 5.2.1.2.

· When the target network is E-UTRAN, TS 23.401 does not mandate the UE to perform a TAU procedure after the PS handover. Mandating TAU would be too late: the UE needs to know the selected PLMN-id before the handover because the security keys in E-UTRAN are PLMN dependent. 
Another scenario is when the UE is in E-UTRAN with a PS domain session and is subject to PS handover to MOCN GERAN. It is SA2 understanding that the UE always initiates a RAU by which the network will provide the PLMN-id selected for the UE.   

2. Actions:

To GERAN and CT1 groups.

ACTION: 
SA2 would like GERAN and CT1 to take the above clarification into account for their further response to SA2.
3. Date of Next TSG-SA2 Meetings:

3GPPSA2#88 
14 - 18 Nov 2011    
San Francisco,
USA  

3GPPSA2#89 
6 - 10 Feb 2012    
USA 
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