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General. 5 input papers were not handled due to lack of time. 13 documents were agreed. 3 documents are still open (1 P-CR and 2 LSes).
H(e)NB behind NAT. A solution for the H(e)NB behind a NATed RG to discover its local IP address was agreed in S2-114484. The solution requires the SeGW to piggyback the H(e)NB local IP address in the IKEv2 signaling exchanged to set-up the security tunnel with the H(e)NB. It was agreed that the IKEv2 extensions required to convey that information shall be specified in IETF. An LS to CT1 and CT4 was agreed in S2-114485 to identify the 3GPP group that can take the leadership of the necessary stage 3 work. Alcatel-Lucent  raised concerns on the time required for completing the work in IETF and suggested to investigate alternative solutions taking into account on-going SA3 studies related to security for H(e)NB.
QoS marking at H(e)NB. The approach to be used by the H(e)NB to perform DSCP marking in the uplink direction was agreed in principle and then documented in S2-114475, that is still open. The idea is that the H(e)NB derives the DSCP marking based from the QCI and the QCI to DCSP mapping criteria locally configured by the operator. If such local configuration is not available, the H(e)NB uses reflective QoS. 

Reflective QoS selection mode. No solution could be agreed for the UE to detect if reflective QoS has to be enforced on a certain WLAN access. The issue was recognized to be valid and a solution will be studied for the next meeting.

BBAI BB2

General. All input papers were handled. 2 documents were agreed. 2 documents are still open (1 P-CR and 1 LS).
Architecture. The reference architecture for BBAI BB2 was refined and agreed in S2-114483. Three architecture scenarios were identified: (A) AF in 3GPP operator’s network, (B) AF in BBF domain, and (C) TDF. The scenario with TDF in BBF domain interfacing with other entities in the BBF domain (e.g. BPCF) was agreed to be out of scope for BB2. The mechanisms for PCRF and TDF discovery will need to be further refined in future meetings.
Policy and QoS. It was agreed in S2-114470 that, for the WLAN case, DSCP marking on offloaded traffic may be performed by the UE by means of reflective QoS.
Issues with NATs. No solution could be agreed to enforce policy and QoS in the BBF access for offloaded traffic in the scenarios where there is a NAT on the RG and/or on the BNG. Therefore it is still FFS whether support for NATs will be specified in Rel-11 for BB2.
Procedures. The procedures for non-seamless WLAN offload where further refined in S2-114471, that is still open. The H(e)NB procedures for offloaded traffic are still missing in TR 23.839.   
BBAI BB3

General. 7 input papers proposing message flows and changes in TS 23.203 and 23.139 were not handled because the focus of this meeting was to capture principles, assumptions and high level reference architecture for BBAI BB3 in TR 23.839. 1 P-CR was agreed. 2 P-CRs are still open.

Assumptions and principles. A set of assumptions and principles to be used as the basis for BB3 work in Rel-11 have been documented in S2-114479, that is still open. Such assumptions and principles, most of which will have to be double checked with BBF at the BBF-3GPP workshop, are the result of an extensive off-line drafting performed by contributing companies during the week. It was decided that Rel-11 will cover QoS rule provisioning from the PCRF to the BNG: (a) default QoS for fixed access session, and (b) dynamic QoS for 3GPP UE connected to a fixed access. Whether the scenarios with H(e)NB connected to BBF with traffic routed to PDN GW are to be treated with lower priority in Rel-11 is still under discussion.
Reference architecture. The key aspects of the reference architecture for BB3 were agreed in principle and are going to be documented in S2-114480, that is still open. A direct interface between PCRF and BNG is assumed. In roaming scenarios usage of the S9 interface between H-PCRF and V-PCRF is foreseen and whether that implies any impacts on S9 is FFS.
BBF-3GPP Workshop

LS to BBF. A number for an outgoing LS to BBF (S2-114465) was allocated at the beginning of the week to collect all the questions, assumptions, etc. regarding BB 1, 2 and 3 to be discussed and/or double checked with BBF during the BBF-3GPP workshop in November. The LS is still open.
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	9.9
	
	
	BBF Interworking Building Block I, II, III (BBAI)
	
	
	
	
	

	General

	9.9
	S2-113888
	LS In
	LS from the Broadband Forum: BBF status report prior to BBF and 3GPP workshop
	Broadband Forum
	-
	BBAI
	For info
	NOTED

WT-134 is stable and can be used as a reference by 3GPP.

The questions raised by BBF in the LS will be addressed during the workshop.

	9.9
	S2-113891
	LS In
	LS from the Broadband Forum: WT-134 Broadband Policy Control Framework (PCF)
	Broadband Forum
	-
	BBAI
	For info
	NOTED



	9.9
	S2-113892
	LS In
	LS from the Broadband Forum: WT-203 Interworking between Next Generation Fixed and 3GPP Wireless Access
	Broadband Forum
	-
	BBAI
	For info
	NOTED



	9.9
	S2-114020
	OTHER
	BBAI status
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	For info
	NOTED



	4 -> 9.9
	S2-113902
	LS In
	LS from CT WG3: LS on draft Recommendation ITU-T Y.2111 Rev. 2 “Resource and admission control functions in Next Generation Networks”
	CT WG3
	-
	-
	Can we send a reply LS to ITU-T at this meeting?
	POSTPONE
Off-line work till the next meeting to prepare an answer

	9.9
	S2-114465
	LS out
	Questions for BBF to be discussed during the BBF-3GPP workshop
	Belen
	-
	BBAI
	This LS will collect all the questions, assumptions, etc. regarding BB I, II and III to be discussed and/or double checked with BBF during the BBF-3GPP workshop in November
	OPEN

	BB1 - General

	9.9
	S2-114023
	P-CR
	Interworking with BBF AAA server
	Ericsson, ST-Ericsson, AT&T, Huawei
	Rel-11
	BBAI
	
	Revised to S2-114472



	9.9
	S2-114472
	P-CR
	Interworking with BBF AAA server
	Ericsson, ST-Ericsson, AT&T, Huawei
	Rel-11
	BBAI
	
	Agreed



	BB 1 - H(e)NB behind NAT

	4 -> 9.9
	S2-113927
	LS In
	LS from SA WG3: Reply LS on Obtaining a H(e)NB’s NATed Tunnel-IP Address
	SA WG3
	-
	BBAI
	Proposed response in S2-114016
	NOTED



	9.9
	S2-114015
	P-CR
	Proposed conclusion on BBAI BB1 open issues
	Ericsson, ST-Ericsson, AT&T, Huawei
	Rel-11
	BBAI
	
	Revised to S2-114473

ALU is concerned about the time required for completing the work in IETF.

ALU suggests to investigate alternative solutions taking into account on-going SA3 studies related to security for H(e)NB. 


Revision of S2-114015

	

	9.9
	S2-114484
	P-CR
	Proposed conclusion on BBAI BB1 open issues
	Ericsson, ST-Ericsson, AT&T, Huawei
	Rel-11
	BBAI
	
	Agreed



	9.9
	S2-114016
	LS OUT
	[DRAFT] LS on Request to define extensions to H(e)NB to SeGW interface for BBAI
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Revised to S2-114474




Revision of S2-114016

	

	9.9
	S2-114485
	LS OUT
	[DRAFT] LS on Request to define extensions to H(e)NB to SeGW interface for BBAI
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Agreed



	BB 1 - QoS marking at H(e)NB

	9.9
	S2-114181
	P-CR
	Reflective QoS usage clarification
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Revised to S2-114475




Revision of S2-114181

	OPEN



	BB 1 - Essential corrections for TS 23.139

	9.3 -> 9.9
	S2-114329
	P-CR
	3GPP-BBF IWK - TS 23.139 HNB CS Procedures
	Alcatel-Lucent, Huawei, ZTE,AT&T
	Rel-11
	BBAI
	
	Revised to S2-114476



	9.3 -> 9.9
	S2-114476
	P-CR
	3GPP-BBF IWK - TS 23.139 HNB CS Procedures
	Alcatel-Lucent, Huawei, ZTE,AT&T
	Rel-11
	BBAI
	
	Agreed



	9.9
	S2-113974
	P-CR
	UDP source port number for trusted S2c case
	ZTE
	Rel-11
	BBAI
	
	Revised to S2-114477



	9.9
	S2-114477
	P-CR
	UDP source port number for trusted S2c case
	ZTE
	Rel-11
	BBAI
	
	Agreed



	BB 1 - Essential corrections for TS 23.203

	9.3 -> 9.9
	S2-114328
	CR
	23.203 CR0589: Credit re-authorisation trigger for home coverage
	Alcatel-Lucent,
	Rel-11
	BBAI
	
	NOTED



	9.9
	S2-114171
	CR
	23.203 CR0583: S9a Session Modification with UE local IP address change
	Huawei, Hisilicon
	Rel-11
	BBAI
	Corrections
	NOTED



	9.9
	S2-114320
	CR
	23.203 CR0587: Clarification on BBAI related Annex P.7
	LG Electronics
	Rel-11
	BBAI
	Corrections
	Agreed



	BB1 - Other corrections

	9.9
	S2-114359
	P-CR
	Reflective QoS selection mode
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Revised to S2-114478



	9.9
	S2-114478
	P-CR
	Reflective QoS selection mode
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	NOTED



	9.9
	S2-113970
	P-CR
	Clarification on how the HeNB to get the FQDN of the fixed Broadband access networks
	ZTE
	Rel-11
	BBAI
	
	

	9.9
	S2-114182
	P-CR
	DSCP marking for the downlink data forwarding for H(e)NB case.
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	

	9.9
	S2-113969
	P-CR
	DSCP remarking in the femto scenario
	ZTE
	Rel-11
	BBAI
	
	Revised to S2-114466



	9.9
	S2-114466
	P-CR
	DSCP remarking in the femto scenario
	ZTE
	Rel-11
	BBAI
	
	NOTED



	9.9
	S2-114316
	P-CR
	Clarification on Policy and QoS interworking & References
	LG Electronics, Ericsson, ST-Ericsson
	Rel-11
	BBAI
	Corrections
	Agreed



	BB 1 - New or modified procedures

	9.9
	S2-114017
	P-CR
	Additional BBF interworking S2b procedure
	Ericsson, ST-Ericsson, AT&T, ZTE
	Rel-11
	BBAI
	
	

	9.9
	S2-113973
	P-CR
	PMIP Procedures Correction
	ZTE
	Rel-11
	BBAI
	
	

	9.9
	S2-113972
	P-CR
	3G PS procedure-PDP Context Activation
	ZTE
	Rel-11
	BBAI
	PDP context activation


	Revised to S2-114467




Revision of S2-113972

	

	9.9
	S2-114486
	P-CR
	3G PS procedure-PDP Context Activation
	ZTE
	Rel-11
	BBAI
	PDP context activation


	Agreed



	9.9
	S2-113971
	P-CR
	3G PS additional procedures
	ZTE
	Rel-11
	BBAI
	Additional BBAI procedures for 3G PS services using HNB
	NOTED

We should find a lighter way of ducumenting procedures



	9.9
	S2-114172
	P-CR
	Procedures for Femeto scenario when UE enters idle mode
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	

	9.9
	S2-114183
	P-CR
	Additional Dedicated Bearer Procedures for HeNB - GTP
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	

	9.9
	S2-114317
	P-CR
	Clarification on WLAN related procedures
	LG Electronics
	Rel-11
	BBAI
	Corrections
	Revised to S2-114481



	9.9
	S2-114481
	P-CR
	Clarification on WLAN related procedures
	LG Electronics
	Rel-11
	BBAI
	Corrections
	Agreed



	9.9
	S2-114319
	P-CR
	Clarification on femto related procedures
	LG Electronics
	Rel-11
	BBAI
	Corrections
	Revised to S2-114482



	9.9
	S2-114482
	P-CR
	Clarification on femto related procedures
	LG Electronics
	Rel-11
	BBAI
	Corrections
	Agreed



	9.9
	S2-114221
	P-CR
	Corrections on SR and HO Procedures
	CATT
	-
	BBAI
	Corrections
	Agreed



	9.9
	S2-113975
	P-CR
	Editor Notes Clean-up for S2c information flow
	ZTE
	Rel-11
	BBAI
	Corrections
	Agreed



	9.9
	S2-114222
	P-CR
	Clarifications on GW Control Session Procedures in SR and HO Procedures
	CATT
	-
	BBAI
	Clarification
	Agreed



	BB2 - General

	9.9
	S2-113885
	LS In
	LS from the Broadband Forum: LS on QoS requirement for SIPTO traffic to 3GPP
	Broadband Forum (bbf2011.742.02)
	-
	BBAI
	Postponed S2-113219 from SA WG2#86. Response drafted in S2-114169
	NOTED



	9.9
	S2-114169
	LS OUT
	Reply LS on BBF clarification on QoS requirement for SIPTO and LIPA (reply to S2-113885)
	Huawei, Hisilicon
	Rel-11
	BBAI
	Response to S2-113885
	Revised to S2-114469




Revision of S2-114169

	OPEN



	BB2 - Architecture

	9.9
	S2-114022
	P-CR
	BBAI BB2 architecture options for WLAN
	Ericsson
	Rel-11
	BBAI
	Can we merge this paper with 4127, 4177, 4324 and 3976?
	Revised to S2-114443




Revision of S2-114022

	


Revision of S2-114443

	

	9.9
	S2-114483
	P-CR
	BBAI BB2 architecture options for WLAN
	Ericsson
	Rel-11
	BBAI
	
	Agreed



	9.9
	S2-114127
	P-CR
	Xx interface details
	Allot Communications
	Rel-11
	BBAI
	
	NOTED

Merged with 4464



	9.9
	S2-114177
	P-CR
	BB2 reference architecture
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	NOTED

Merged with 4464



	9.3 -> 9.9
	S2-114324
	P-CR
	BB-II Architecture Option-2: AF in BBF and S9 Based BPCF - hPCRF Interface
	Alcatel-Lucent
	Rel-11
	BBAI
	
	NOTED

Merged with 4464



	9.9
	S2-113976
	P-CR
	Offload Architecture clarification
	ZTE
	-
	BBAI
	Adds S2b to the reference architecture
	NOTED

Merged with 4464



	9.9
	S2-113979
	P-CR
	BB2 Considerations of Xx Reference Points
	ZTE
	-
	BBAI
	LATE DOC: 

missing document
	

	BB2 - Policy and QoS

	9.9
	S2-113977
	P-CR
	BB2 Policy Control Deployment Scenarios
	ZTE
	-
	BBAI
	
	NOTED



	9.9
	S2-114014
	P-CR
	Uplink QoS in BBAI BB2 WLAN
	Ericsson, ST-Ericsson, AT&T
	Rel-11
	BBAI
	
	Revised to S2-114470



	9.9
	S2-114470
	P-CR
	Uplink QoS in BBAI BB2 WLAN
	Ericsson, ST-Ericsson, AT&T
	Rel-11
	BBAI
	
	Agreed



	9.9
	S2-114170
	P-CR
	TR23.839:Impact of NA(P)T on Non-seamless WLAN offload
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	NOTED



	9.9
	S2-114021
	P-CR
	Offloaded traffic with NATs in BBAI BB2 WLAN
	Ericsson, ST-Ericsson, AT&T
	Rel-11
	BBAI
	Missing document
	WITHDRAWN



	BB2 - Procedures for WLAN

	9.9
	S2-114176
	P-CR
	BB2 WLAN diagram flow
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Revised to S2-114471




Revision of S2-114176

	OPEN



	9.9
	S2-114223
	P-CR
	How to Find the Correct PCRF
	CATT
	-
	BBAI
	If agreed, can we capture the content in 4176?
	NOTED

PCRF discovery by DRA and TDF discovery will be captured in 4464 

	9.9
	S2-113978
	P-CR
	BB2 NAT Support Via RG Port-IDs Distribution
	ZTE
	-
	BBAI
	If agreed, can we capture the content in 4176?
	WITHDRAWN



	9.9
	S2-114184
	P-CR
	BBAI BB2 WLAN: Changing from seamless offload to non-seamless offload
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	NOTED



	9.9
	S2-114370
	P-CR
	Building Block II - NS-WLAN offload procedures via a TDF and/or AF
	InterDigital Communications
	-
	BBAI
	
	NOTED

PCRF or TDF discovery based on pre-configuration and no DRA will be captured in 4464

	BB 3 - TR 23.839

	9.9
	S2-114174
	P-CR
	BBAI BB2 and BB3 Scope
	Huawei, Hisilicon
	Rel-11
	BBAI
	Update of BB II and BB III scope in TR 23.839 according to the revision of the BBAI WID agreed at the SA plenary. 
	Revised to S2-114461



	9.9
	S2-114461
	P-CR
	BBAI BB2 and BB3 Scope
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Agreed



	9.9
	S2-114178
	P-CR
	BB3 Table of context
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Revised to S2-114462




Revision of S2-114178

	


Revision of S2-114462

	OPEN



	9.9
	S2-114445
	DISCUSSION
	Policy convergence
	Huawei, Hisilicon
	Rel-11
	BBAI
	Discussion paper to be used as the input for the drafting session on BBAI BB 3
	Revised to S2-114463



	9.9
	S2-114463
	DISCUSSION
	Policy convergence
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	NOTED



	9.9
	S2-114468
	DISCUSSION
	Outcome of BB3 drafting
	Marco
	Rel-11
	BBAI
	Results achieved during BBAI BB3 drafting session on Tuesday evening
	NOTED



	9.9
	S2-114175
	P-CR
	BBAI BB3 structure
	Huawei, Hisilicon
	Rel-11
	BBAI
	Architecture for seamless WLAN offload and femto.

The femto part is overlapping with 4325. Can we keep the architecture for femto in this paper and focus 4325 on procedures for femto?
	Revised to S2-114480




Revision of S2-114175

	OPEN



	9.9
	S2-113980
	P-CR
	Outline for BBAI BB3
	ZTE
	-
	BBAI
	Architecture for non seamless WLAN offload
	NOTED

Merged with 4480



	9.3 -> 9.9
	S2-114326
	P-CR
	BB-III - Converged Management Policy Reference Architecture for Wireline
	Alcatel-Lucent, Verizon? Vodafone? Nokia Siemens Networks?
	Rel-11
	BBAI
	Architecture and procedures for policy control for fixed devices.

Discussion should be focussed on whether policy control for fixed devices is in the scope of BB III for Rel-11 or not.
	NOTED

Merged with 4480

	9.9
	S2-114173
	P-CR
	Procedures for Gxd interface between PCRF and BNG
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	

	9.9
	S2-114179
	P-CR
	BB3 procedure for WLAN s2b
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	

	9.9
	S2-114180
	P-CR
	BB3 procedure for WLAN s2c
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	

	9.3 -> 9.9
	S2-114325
	P-CR
	BB-III: Converged Policy Management Reference Architecture and Requirements for 3GPP Femto
	Alcatel-Lucent, Verizon? Vodafone? Nokia Siemens Networks?
	Rel-11
	BBAI
	Architecture and procedures for femto.

Can we document the architecture for femto in 4175 and focus this paper on procedures only?
	

	BB 3 - TS 23.139

	9.9
	S2-114220
	P-CR
	Modification of the scope of TS 23.139
	CATT
	-
	BBAI
	Update of BB II and BB III scope in TS 23.139 according to the revision of the BBAI WID agreed at the SA plenary.

We will not handle 23.139 P-CRs for BB III at this meeting.

Work has to be done in the TR first.
	

	9.9
	S2-114318
	P-CR
	Changed Scope (BB II and III)
	LG Electronics
	Rel-11
	BBAI
	We will not handle 23.139 P-CRs for BB III at this meeting.

Work has to be done in the TR first.
	

	BB 3 - TS 23.203

	9.3 -> 9.9
	S2-114327
	CR
	23.203 CR0588: Converged Policy Management- Reference Architecture Update
	Alcatel-Lucent,
	Rel-11
	BBAI
	We will not handle 23.203 CRs for BB III at this meeting.

Work has to be done in the TR first.
	

	BBF-3GPP workshop

	9.9
	S2-113936
	AGENDA
	3GPP-BBF Workshop Agenda
	SA WG2 Chairman
	Rel-11
	BBAI
	For Info
	NOTED

Any further  refinements of the agenda will be discussed at the workshop

	9.9
	S2-114018
	OTHER
	Draft presentation on the status report on BBAI
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	LATE DOC:

For offline discussion
	

	9.9
	S2-114019
	OTHER
	Draft presentation on the BB1 and BB2 requirements and open issues
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	LATE DOC:

For offline discussion - Not available yet
	


