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*** 1st change ***
6.8.2
Application Detection and Control rule operations

Application Detection and Control rule operations apply for solicited reporting and consist of activation, modification and deactivation of ADC rules.

Activation: The PCRF provides the ADC Rule identifier to the PCEF enhanced with ADC or TDF. The PCRF may provide data for usage monitoring and enforcement control for a dynamic ADC rule.

An active ADC rule means that:

-
The application traffic, matching the corresponding application, is detected; and

-
Start or stop of application traffic is reported to the PCRF, if applicable and requested by the PCRF; the notification for Start may include service data flow filters, if possible to provide; and the application instance identifier associated with the service data flow filter; and

-
Monitoring and enforcement, as specified within the rule, is applied.

The PCRF may, at any time, modify an active, dynamic ADC rule.

The PCRF may, at any time, deactivate an active ADC rule. The IP‑CAN session termination shall deactivate all ADC rules for that IP‑CAN session.

Application Detection and Control rule activation/deactivation operations can also be performed in a deferred mode. An ADC rule may have either a single deferred activation time, or a single deferred deactivation time or both. 
The PCRF may modify an installed ADC rule, including setting, modifying or clearing its deferred activation and/or deactivation time. When setting or modifying an ADC rule with a deferred activation and/or deactivation time, the he PCRF shall provide all attributes of that rule. When modifying an ADC rule by omitting the deferred activation and deactivation time, the PCRF shall provide all attributes of that rule. The ADC rule is then cleared from any deferred operations.
*** End of changes ***
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